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ASSURE Service Schedules

The following service schedules apply to Standard Warranty as well as ASSURE Extended Warranty Programme

Always use Genuine Parts and Lubricants to ensure maximum efficiency and protection

Please use only original parts and lubricants

Use only complete service kits for all regular recommended services

The maintenance intervals given in this document are based on average environmental conditions.

Depending on geographical location, environmental conditions, high temperature and humidity, etc., 

maintenance intervals for lubrication, filters and separators are more frequent than shown here. Please 

contact our technical support for further information and guidelines.

Service interval translations are available on the Gardner Denver Repsnet portal. Please contact your 

service provider for more information
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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C-Pro Controller Check fault indicator lights and alarms RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST

Condensate Drain and Strainer Check autom. condensate discharger • • • • • • •
Air Tank Discharge oil separator condensate • • • • • • •
Oil System Check oil level • • • • • •
Oil System Check oil leaks • • • • • •
General Clean inside compressor • • • • •

Drive Belts Check belt tension • • • • •

Electrical Wiring Check connections and condition • • • • •
Relief Valve Check operation of pressure relief valve • • • • •
Aftercooler/Oil Cooler Clean cooler externally • • • • •
Oil System Clean oil return line • • • • •
Oil Filter Renew oil filter element • • • • •
Air Filter Renew air filter element • • • • •
Separator Filter Replace oil separator cartridges • • • •
Oil System Renew oil  • • • •
Valves Maintain Manifold (use kit) • •
Valves replace MPV element • •
Sensors Renew temperature sensor • •
Valves Replace inlet Valve • •
Drive Belts Replace the belts and check drive pulleys, replace if worn out •
Sensors Replace Pressure Sensor •
Air End Replace shaft seal kit •
Oil Hoses Replace oil hoses •
Drive Motor Check and retighten main motor cables •
Air End Replace Air End Predictive - only when required

L-series 02-06 (V3) Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.

D
ai

ly
2

Ev
er

y 
50

0 
ho

ur
s

Ev
er

y 
20

00
 h

ou
rs

 
or

 1
2 

m
on

th
s1

Ev
er

y 
40

00
 h

ou
rs

 
or

 1
2 

m
on

th
s1

Ev
er

y 
80

00
 h

ou
rs

 
or

 4
8 

m
on

th
s1

Ev
er

y 
12

00
0 

ho
ur

s 
or

 7
2 

m
on

th
s1

Ev
er

y 
16

00
0 

ho
ur

s 
or

 7
2 

m
on

th
s1

RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST

A

 AIRBASIC Controller  Check fault indicator lights and alarms • • • • • • •
 Condensate Drain and Strainer  Check autom. Condensate discharger • • • • • • •
 Air Tank  Discharge oil separator condensate • • • • • • •
 Oil System  Check oil level • • • • • • •

Se
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 Oil System  Check oil leaks • • • • • •

 General  Clean inside compressor • • • • • •

 Air Filter  Clean air filter • • • • • •
 Drive Belts  Check belt tension • • • • • •
 Electrical Wiring  Check connections and condition • • • • • •
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 Oil Filter  Renew oil filter element • • • • •
 Air Filter  Renew air filter element • • • • •
 Separator Filter  Replace oil separator cartridges • • • • •
 Oil System  Renew oil (Mineral SCWO-BG2) • • • • •
 Oil System  Renew oil (Synthetic AEON S or Foodgrade AEON SCFG8000) • • • •
 Relief Valve  Check operation of pressure relief valve • • • • •
 General  Clean recovery nozzle • • • • •
 Aftercooler/Oil Cooler  Clean cooler externally • • • • •
 Oil System  Clean oil return line • • • • •
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E  Valves  Thermostatic valve KIT • •
 Valves  Non Return Valve • •
 Gaskets  Tank cap gasket • •
 Valves  Change safety valve • •
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 Drive Belts  Replace the belts and check drive pulleys, replace if worn out • •
 Valves  Change safety valve • •
 Valves  Suction valve KIT • •
 Inlet valve  Replace seal kits of inlet valve •
 Oil Hoses  Replace oil hoses •
 Drive Motor  Check and re-tighten main motor cables •
 Air End  Replace shaft seal kit •
Air End Replace Air End Predictive - only when required

L-series 02-05 (V2) Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check
3 If applicable
5 Synthetic oil must be analysed using the special analysis kit every 2000 hours or less. Non adherence will invalidate your extended warranty
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST

Se
rv

ic
e 

A

 Delcos Controller  Note and record sump pressure • • • • • • • • •
 Delcos Controller  Note and record discharge pressure • • • • • • • • •
 Delcos Controller  Note and record discharge temperature • • • • • • • • •
 Enclosure Filters  Check condition, clean if required • • • • • • • • •
 Scavenge oil system  Check operation • • • • • • • • •
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B  Delcos Controller  Check fault history • • • • • • • •
 Delcos Controller  Check for any service requirements • • • • • • • •
 Oil System  Check oil level and top up if required • • • • • • • •
 Aftercooler/Oil Cooler  Check condition, clean if required • • • • • • • •
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 Oil Filter  Renew oil filter element • • • • • • •
 Air Filter  Renew air filter element • • • • • • •
 Dryer Cooling Air Inlet Filter 3  Renew cooling air inlet filter • • • • • • •
 Control System  Check operation • • • • • • •
 Blowdown System  Check operation • • • • • • •
 Electrical Wiring  Check connections and condition • • • • • • •
 Delcos Controller  Check connections and plugs • • • • • • •
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 Oil System  Renew oil (Mineral SCWO-BG2) • • • • • •
 Separator Filter  Renew separator filter • • • • • •
 Oil Scavenge System  Clean and check operation • • • • • •
 Relief Valve  Functionally test • • • • • •
 Drive Belts 3  Check condition of belts and renew if required • • • • • •
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 Oil System 5 Renew oil (Synthetic AEON S or Foodgrade AEONSCFG8000) • • •
 Minimum Pressure Valve  Renew minimum pressure valve • • •
 Intake Valve  Overhaul intake valve • • •
 Emergency Stop Button  Test emergency stop button • • •
 VSD Drive/Starter  Check condition of contacts and renew if required • • •
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 Air End  Renew air end shaft seal • •
 Shaft Seal Oil Return Tube  Renew shaft seal oil return tube • •
 Oil Hoses  Check condition and renew if required • • • •
 Control Solenoids  Renew control solenoids • • • •
 Drive Belts  Renew drive belts • • • •
 Drive Motor Bearings  Renew drive motor bearings • •
VSD Drive/Starter  Renew VSD Fans • • •
 Drive Motor AVM's  Check drive motor Anti Vibration Mounts • •
 Air End Discharge Temperature Sensor  Renew temperature sensor •
 Oil Bypass Element  Renew oil bypass element •
 Air End AVM's  Check air end  Anti Vibration Mounts •
 Air End  Renew Air End Predictive - Highly recommended to replace at 48,000 hours 

L-Series L07-L22 (V2/V3) Service Schedule
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RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST
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A

 Delcos Controller  Note and record sump pressure • • • • • • • • •
 Delcos Controller  Note and record discharge pressure • • • • • • • • •
 Delcos Controller  Note and record discharge temperature • • • • • • • • •
 Enclosure Filters  Check condition, clean if required • • • • • • • • •
 Scavenge oil system  Check operation • • • • • • • • •
 Water cooling system 4  Check water flow • • • • • • • • •
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 Delcos Controller  Check fault history • • • • • • • •
 Delcos Controller  Check for any service requirements • • • • • • • •
 Oil System  Check oil level and top up if required • • • • • • • •
 Aftercooler/Oil Cooler  Check condition, clean if required • • • • • • • •
 Reclaimer Vessel  Drain Condensate • • • • • • • •
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 Oil Filter  Renew oil filter element • • • • • • •
 Air Filter  Renew air filter element • • • • • • •
 Dryer Cooling Air Inlet Filter 3  Renew cooling air inlet filter • • • • • • •
 Control System  Check operation • • • • • • •
 Blowdown System  Check operation • • • • • • •
 Electrical Wiring  Check connections and condition • • • • • • •
 Delcos Controller  Check connections and plugs • • • • • • •
 Inlet Water Strainer 4  Check condition, clean if required • • • • • • •
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 Oil System  Renew oil (Mineral SCWO-BG2) • • • • • •
 Separator Filter  Renew separator filter • • • • • •
 Pipe work  Replace Victaulic Couplings • • • • • •
 Oil Scavenge System  Clean and check operation • • • • • •
 Relief Valve  Functionally test • • • • • •
 Motor Lubrication 3  Renew motor lubrication cartridges • • • • • •
 Oil regulation 6  Replace Humidity Sensor Cap (90-132 Kw RS/VS (V4)) • • • • • •
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 Oil System 5 Renew oil (Synthetic AEON S or Foodgrade AEON SCFG8000) • • •
 Minimum Pressure Valve  Renew minimum pressure valve • • •
 Intake Valve  Overhaul intake valve • • •
 Emergency Stop Button  Test emergency stop button • • •
 VSD Drive/  Check condition of contacts and renew if required • • •
 Oil Scavenge System  Renew oil scavenge tubing • • •
 Motor Drive Coupling Insert  Check condition and renew if required • • •
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 Air End  Renew air end shaft seal • • 
 Shaft Seal Oil Return Tube  Renew shaft seal oil return tube • •
 Oil Hoses  Check condition and renew if required • • • •
 Control Solenoids  Renew control solenoids • • • •
 Drive Motor Bearings  Renew drive motor bearings • •
 VSD Drive  Replace VSD Fans •
 Drive Motor AVM's  Check drive motor Anti Vibration Mounts • •
 Air End Discharge Temperature Sensor  Renew temperature sensor •
 Oil Bypass Element  Renew oil bypass element •

 Air End AVM's  Check air end  Anti Vibration Mounts •

 Air End  Renew Air End Predictive - Highly recommended to replace at 48,000 hours 

L-Series L23-L132 Service Schedule

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
3  If applicable
4 Water-Cooled units only
5 Synthetic oil must be analysed using the special analysis kit every 2000 hours or less. Non adherence will invalidate your extended warranty
6 New 90-132 Kw Variable Speed range only - (L90RS, L110RS, L132RS V4) from May 2019
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.

NOTE:  Extended Service Kits are available for 23-29Kw V2 and 30-45Kw V3/V4 range and 55-80Kw V3/4 range  and 90 - 132Kw V4 range. These kits contains 
premium filters so that the 2000 hr service is not required. 
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RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST
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A

 Delcos Controller  Note and record sump pressure • • • • • • • • •

 Delcos Controller  Note and record discharge pressure • • • • • • • • •

 Delcos Controller  Note and record discharge temperature • • • • • • • • •

 Enclosure Filters  Check condition, clean if required • • • • • • • • •

 Scavenge oil system  Check operation • • • • • • • • •

 Water cooling system 4  Check water flow • • • • • • • • •
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 Delcos Controller  Check fault history • • • • • • • •

 Delcos Controller  Check for any service requirements • • • • • • • •

 Oil System  Check oil level and top up if required • • • • • • • •

 Aftercooler/Oil Cooler  Check condition, clean if required • • • • • • • •

 Reclaimer Vessel  Drain Condensate • • • • • • • •
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 Oil Filter  Renew oil filter element • • • • • • •

 Air Filter  Renew air filter element • • • • • • •

 Dryer Cooling Air Inlet Filter 3  Renew cooling air inlet filter • • • • • • •

 Motor Lubrication  Renew motor lubrication cartridges • • • • • • •

 Control System  Check operation • • • • • • •

 Blowdown System  Check operation • • • • • • •

 Electrical Wiring  Check connections and condition • • • • • • •

 Delcos Controller  Check connections and plugs • • • • • • •

 Inlet Water Strainer 4  Check condition, clean if required • • • • • • •
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 Oil System  Renew oil (Mineral SCWO-BG2) • • • • • •

 Separator Filter  Renew separator filter • • • • • •

 Electrical Cabinet  Replace filter pads • • • • • •

 Oil Scavenge System  Clean and check operation • • • • • •

 Relief Valve  Functionally test • • • • • •

 Pipe work  Replace Victaulic Couplings • • • • • •

 Drive Belts  3  Check condition of belts and renew if required • • • • • •
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 Oil System 5  Renew oil (Synthetic AEON S or Foodgrade AEON SCFG8000) • • •

 Minimum Pressure Valve  Renew minimum pressure valve • • •

 Intake Valve  Overhaul intake valve • • •

 Emergency Stop Button  Test emergency stop button • • •

 VSD Drive/Starter  Check condition of contacts and renew if required • • •

 Oil Scavenge System  Renew oil scavenge tubing • • • 

 Motor Drive Coupling Insert  Check condition and renew if required • • •
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 Air End  Renew air end shaft seal • •

 Shaft Seal Oil Return Tube  Renew shaft seal oil return tube • •

 Oil Hoses  Check condition and renew if required • • • •

 Control Solenoids  Renew control solenoids • • • •

 Drive Belts 3  Renew drive belts • • •

VSD Drive  Renew VSD Fans •

 Drive Motor Bearings  Renew drive motor bearings •

 Drive Motor AVM's  Check drive motor Anti Vibration Mounts •

 Air End Discharge Temperature Sensor  Renew temperature sensor •

 Oil Bypass Element  Renew oil bypass element •

 Air End AVM's  Check air end  Anti Vibration Mounts •

 Air End  Renew Air End Predictive - Highly recommended to replace at 48,000 hours 

L-Series L160-L290 Service Schedule

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
3  If applicable
4 Water-Cooled units only
5 Synthetic oil must be analysed using the special analysis kit every 2000 hours or less. Non adherence will invalidate your extended warranty
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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RUNNING HOURS OR MONTHS WHICH EVER OCCURS SOONEST
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A

 Delcos Controller  Note and record sump pressure • • • • • • • •

 Delcos Controller  Note and record discharge pressure • • • • • • • •

 Delcos Controller  Note and record discharge temperature • • • • • • • •

 Enclosure Filters  Check condition, clean if required • • • • • • • •

 Scavenge oil system  Check operation • • • • • • • •

 Water cooling system 4  Check water flow • • • • • • • •
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 Delcos Controller  Check fault history • • • • • • •

 Delcos Controller  Check for any service requirements • • • • • • •

 Oil System  Check oil level and top up if required • • • • • • •

 Aftercooler/Oil Cooler  Check condition, clean if required • • • • • • •

 Reclaimer Vessel  Drain Condensate • • • • • • •
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 Oil Filter  Renew oil filter element • • • • • •

 Air Filter  Renew air filter element • • • • • •

 Dryer Cooling Air Inlet Filter 3  Renew cooling air inlet filter • • • • • •

 Motor Lubrication  Renew motor lubrication cartridges • • • • • •

 Control System  Check operation • • • • • •

 Blowdown System  Check operation • • • • • •

 Electrical Wiring  Check connections and condition • • • • • •

 Delcos Controller  Check connections and plugs • • • • • •

 Inlet Water Strainer 4  Check condition, clean if required • • • • • •

 Separator Filter  Renew separator filter • • • • • •

 Electrical Cabinet  Replace filter pads • • • • • •

 Oil Scavenge System  Clean and check operation • • • • • •

 Relief Valve  Functionally test • • • • • •

 Pipe work  Replace Victaulic Couplings • • • • • •

Se
rv

ic
e 

E

 Oil System 5  Renew oil (Synthetic AEON S or Foodgrade AEON SCFG8000) • • •

 Minimum Pressure Valve  Renew minimum pressure valve • • •

 Intake Valve  Overhaul intake valve • • •

 Emergency Stop Button  Test emergency stop button • • •

 VSD Drive/Starter  Check condition of contacts and renew if required • • •

 Oil Scavenge System  Renew oil scavenge tubing • • • 

 Motor Drive Coupling Insert  Check condition and renew if required • • •
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 Air End  Renew air end shaft seal • •

 Shaft Seal Oil Return Tube  Renew shaft seal oil return tube • •

 Oil Hoses  Check condition and renew if required • • • •

 Control Solenoids  Renew control solenoids • • • •

VSD Drive  Renew VSD Fans •

 Drive Motor Bearings  Renew drive motor bearings •

 Drive Motor AVM's  Check drive motor Anti Vibration Mounts •

 Air End Discharge Temperature Sensor  Renew temperature sensor •

 Oil Bypass Element  Renew oil bypass element •

 Air End AVM's  Check air end  Anti Vibration Mounts •

 Air End  Renew Air End Predictive - Highly recommended to replace at 48,000 hours 

L-Series L160-L290 (V3) L160e-L290e (V3) Service Schedule

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
3  If applicable
4 Water-Cooled units only
5 Synthetic oil must be analysed using the special analysis kit every 4000 hours or less. Non adherence will invalidate your extended warranty
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.
Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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Compressor Service Kits (current production)

Every 2000 
hours or 

12 months1

Every 4000 hours or 
12 months1

Every 8000 hours or 
24 months1

Every 16000 
hours or 

48 months1

L02-L05 (V3) Fixed Speed CK2-GD1-1 CK4-GD1-1 CK8-GD1-1 CK16-GD1-1 + CK8 kit

L07-L11 (V3)
Fixed Speed

CK2-GD2-1
CK4-GD2-1 CK8-GD2-1 CK16-GD2-1

Regulated Speed CK4-GD2-1-RS CK8-GD2-1-RS CK16-GD2-1

L07e-L11e (V3)
Fixed Speed CK2076-2 CK4076-2 CK8076-2 + CK4.. Kit

Regulated Speed CK2076-2 CK4076-2-RS CK8076-2 + CK4.. Kit

L15-L22 (V3)
Fixed Speed CK2100-2 CK4100-L-1 CK8100-2 + CK4.. Kit

Regulated Speed CK2100-2 CK4100-L-1-RS CK8100-2 + CK4.. Kit

L23-L29 (V2)
Fixed Speed CK2122-2 CK4122-3 + CK2122-2 CK8122-2 + CK2 & CK4.. Kit

Regulated Speed CK2122-2 CK4122-3-RS + CK2122-2 CK8122-2 + CK2 & CK4.. Kit

L30-45 (E) (V4)
Fixed Speed CK2140-3 CK4140-4 + CK2140-3 CK8140-1 + CK2 & CK4.. Kit

Regulated Speed CK2140-3 CK4140-4-RS + CK2140-3 CK8140-1 + CK2 & CK4.. Kit

L55-75  (V4)
Fixed Speed CK2GD6-1 CK4GD6-1 + CK2GD6-1 CK8GD6-1 + CK2 & CK4.. Kit

Regulated Speed CK2GD6-1 CK4GD6-1-RS + CK2GD6-1 CK8GD6-1 + CK2 & CK4.. Kit

L90-L132 (V4)
Fixed Speed CK2GD8-1 CK4GD8-1 + CK2GD8-1 CK8GD8-1 + CK2 & CK4.. Kit

Regulated Speed CK2GD8-1 CK4GD8-1-RS + CK2GD8-1 CK8GD8-1 + CK2 & CK4.. Kit

L90-L132 (E) (V4) Fixed Speed CK2GD8-1 CK4GD8E-1 + CK2GD8-1 CK8GD8-1 + CK2 & CK4.. Kit

L160-L290 (V3)

Air Cooled CK4GD10-1 CK8GD10-1 + CK4.. Kit

Water Cooled CK4GD10-2 CK8GD10-2 + CK4.. Kit

Air Cooled RS CK4GD10-2 CK8GD10-1 + CK4.. Kit

Water Cooled RS CK4GD10-3 CK8GD10-2 + CK4.. Kit

L160e-L290e (V3)

Air Cooled CK4GD10DS-1 CK8GD10-1 + CK4.. Kit

Water Cooled CK4GD10DS-2 CK8GD10-2 + CK4.. Kit

Air Cooled RS CK4GD10DS-2 CK8GD10-1 + CK4.. Kit

Water Cooled RS CK4GD10DS-3 CK8GD10-2 + CK4.. Kit

Service Kits Current Production Compressors - Standard Service

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

To comply with the terms and conditions of ASSURE, complete kits must be used for services. All parts must be replaced. 
Purchase and use of selective parts instead of the whole kit is not permitted and will invalidate the (extended) warranty

Only the following lubricants are allowed to be used to comply with Assure:
• Mineral lubricant  Fluid Force Warranty  (SCWOBG2 - 5/20/209)
• Synthetic Lubricant AEON S
• Food Grade Lubricant AEON SCFG8000

Every 4000 hours or 
12 months1

Every 8000 hours or 
24 months1

L23-L29 (V2) Fixed Speed CK4122-3-EK CK8122-2 + CK4.. kit

Regulated Speed CK4122-3-RS-EK CK8122-2 + CK4.. kit

L30-45 (E) (V4) Fixed Speed CK4140-3-EK CK8140-1 + CK4.. kit

Regulated Speed CK4140-3-RS-EK CK8140-1 + CK4.. kit

L55-75 (V4) Fixed Speed CK4GD6-1-EK CK8GD6-1 + CK4.. kit

Regulated Speed CK4GD6-1-RS-EK CK8GD6-1 + CK4.. kit

L90-L132 (V4) Fixed Speed CK4GD8-1-EK CK8GD8-1 + CK4.. kit

Regulated Speed CK4GD8-1-RS-EK CK8GD8-1 + CK4.. kit

L90-L132 (E) (V4) Fixed Speed CK4GD8E-1-EK CK8GD8-1 + CK4.. kit

Service Kits Current Production Compressors - 4000 hr extended Service
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Out of Production Compressor Service Kits

Every 2000 hours or 
12 months1

Every 4000 hours or 
12 months1

Every 8000 hours or 
24 months1

L02-L05 (V2) Fixed Speed CK2302-1-KA CK2302-1-KA CK6300-1-KA

L07-L11 (V2)
Fixed Speed  CK2076-1 A10533574 +  CK2076-1 CK8076-2 + CK2 & CK4.. Kit

Regulated Speed  CK2076-1 CK4076-335-RS +  CK2076-1 CK8076-2 + CK2 & CK4.. Kit

L15-L22 (V2)
Fixed Speed CK2100-1 A10525274 + CK2100-1 CK8100-2 + CK2 & CK4.. Kit

Regulated Speed CK2100-1 CK4100-252-RS + CK2100-1 CK8100-2 + CK2 & CK4.. Kit

L23-L29 (V1)
Fixed Speed CK4122-2 CK8122-1 + CK4.. Kit

Regulated Speed CK4122-2-RS CK8122-1 + CK2 & CK4.. Kit

L30-45 (E) (V3)
Fixed Speed CK2140-2 CK4140-2 + CK2140-2 CK8140-1 + CK2 & CK4.. Kit

Regulated Speed CK2140-2 CK4140-2-RS + CK2140-2 CK8140-1 + CK2 & CK4.. Kit

L55-L80  (V2)
Fixed Speed CK2175-1 CK4175-2 + CK2175-1 CK8175-1 + CK2 & CK4.. Kit

Regulated Speed CK2175-1 CK4175-2-RS + CK2175-1 CK8175-1 + CK2 & CK4.. Kit

L55-80  (V3)
Fixed Speed CK2175-2 CK4175-3 + CK2175-2 CK8175-1 + CK2 & CK4.. Kit

Regulated Speed CK2175-2 CK4175-3-RS + CK2175-2 CK8175-1 + CK2 & CK4.. Kit

L90-L132 (V3)
Fixed Speed CK2230-1 CK4230-1 + CK2230-1  CK8230-4 + CK2 & CK4.. Kit

Regulated Speed CK2230-1 CK4230-1-RS + CK2230-1  CK8230-4 + CK2 & CK4.. Kit

L140 (V3) Fixed Speed CK2290-4 CK4230-1 + CK2290-4 CK8290-3 + CK2 & CK4.. Kit

L160-L290 (V2)

Air Cooled CK2290-5 CK4290-2 + CK2290-5 CK8290-4 + CK2 & CK4.. Kit

Water Cooled CK2290-5 CK4290-3-RS + CK2290-5 CK8290-4 + CK2 & CK4.. Kit

Air Cooled RS CK2290-5 CK4290-3-RS + CK2290-5 CK8290-4 + CK2 & CK4.. Kit

Water Cooled RS CK2290-5 CK4290-4-RS + CK2290-5 CK8290-4 + CK2 & CK4.. Kit

Service Kits Legacy Compressors - Standard Service

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

To comply with the terms and conditions of ASSURE, complete kits must be used for services. All parts must be replaced. 
Purchase and use of selective parts instead of the whole kit is not permitted and will invalidate the (extended) warranty.

Note: For belts, hoses, shaft seal kits and all other repair spare parts please consult the relevant parts lists

Only the following lubricants are allowed to be used to comply with Assure:
• Mineral lubricant  Fluid Force Warranty  (SCWOBG2 - 5/20/209)
• Synthetic Lubricant AEON S
• Food Grade Lubricant AEON SCFG8000

Every 4000 hours or 
12 months1

Every 8000 hours or 
24 months1

L30-45 (E) (V3) Fixed Speed CK4140-3 CK8140-1 + CK4.. Kit

Regulated Speed CK4140-3-RS CK8140-1 + CK4.. Kit

L55-80  (V3) Fixed Speed CK4175-3-EK CK8175-1 + CK4.. Kit

Regulated Speed CK4175-3-RS-EK CK8175-1 + CK4.. Kit

Service Kits Legacy Compressors - 4000 hr extended Service
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring 
3 Water-cooled units only

# Inspection of the pressure vessel in accordance with local guidelines

Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility.

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Filter change intervals which may be different to those 
shown above.

Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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A  Delcos Controller  Note and record all pressures • • • • • • •

 Delcos Controller  Note and record all temperatures • • • • • • •

 Enclosure and VSD Filters  Check condition, clean if required • • • • • • •

 Water cooling system 3  Check water flow • • • • • • •
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 Delcos Controller  Check fault history • • • • • •

 Delcos Controller  Check Data Logging is enabled (every 3 seconds) • • • • • •

 Delcos Controller  Check for any service requirements • • • • • •

 Oil System  Check oil level and top up if required • • • • • •

 Cooling System  Check water level & top if required • • • • • •

 Condensate Drains Check condensate drain. • • • • • •
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 Delcos Controller  Check connections and plugs • • • • •

Compressor Controller Check fault statistics. • • • • •

Compressor Controller Check connections and condition • • • • •

Control System Check Operation • • • • •

Blow Down System Check Operation • • • • •

Powered Breather System Check operation • • • • •

Discharge NRV Check Operation • • • • •

Oil Filter Replace oil filter. • • • • •

Air filter Replace filter element. • • • • •

Motor Lubrication Grease Replace motor lubrication tubes (GTW motors only) • • • • •

Electrical Cabinet  Filters Replace Filters • • • • •

Power Breather Filter Replace filter element. • • • • •

Safety temperature switch (S21 + S22) Replace switch combination • • • • •

Electrical wiring Check connections and condition • • • • •

Hoses and pipelines Check for leaks or as the case may be, damage. • • • • •

Compressor Maintain the compressor room Maintain the compressor room • • • • •

Inlet Water Strainer (If applicable) Remove sieve and clean • • • • •
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Lubricating oil Change the oil every 8000 hours or 24 months • • • •

Motor Lubrication Grease Replace motor lubrication tubes (GMN motors only) • • • •

Compressor Controller Test the emergency-stop function. • • • •

Blowdown Solenoid Replace valve. • • • •

Water Stop Solenoid (if applicable check correct kit) Replace valve. • • • •

Balance Piston Diaphragm Replace diaphragm  LP • • • •

Balance Piston Diaphragm Replace diaphragm  HP • • • •
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Non-return valve Replace complete valve. • •

Drive Coupling Check for play and replace inserts if necessary. • •

Pulsation damper (1st stage) Replace O rings • •

Pulsation damper (2nd stage) Replace O rings • •

Condensate drain Service Condensate drain  - replace wear items • •
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 Oil circuit  Check oil pump •

 Internal water circuit  Check water pump •

 Internal water circuit  Replace coolant •

 Cleaning cooler waterside  Clean cooler , replace O-rings •

 Anti Vibration Mounts  Check Anti Vibration mounts •

 Motor Bearing Lubrication pump  Replace Motor Bearing Lubrication cartridge 5 yr

 Motor  Replace motors (exchange) Every 30,000 hours

 Air End  Renew Air End Predictive - recommend at 60,000 hours

Ultima 75-160 Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility. Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Filter change intervals which 
may be different to those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), Effecting Lubricants, filters, separators etc.
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Check the lubricating oil level and replenish as necessary. • • • • • • •

Check the air filter pressure differential. • • • • • • •

Check the condensate drain functionality. • • • • • • •

Clean the condensate strainers. • • • • • •

Check the cooler(s) for build–up of foreign matter. Clean if necessary by blowing out with air. • • • • • •

Operate the safety valves manually to verify that  the  valve  mechanism  is  functioning correctly and that a small amount of air is 
released.

• • • • •

Check all hoses for signs of deterioration, cracks, hardening etc. • • • • •

Lubricate the main motor drive end bearing. Lubricate  the  main  motor  non–drive  end bearing. • • • • •

Rebuild condensate solenoid valves using field kits. • • • • •

"Inspect the blowdown silencers and replace if necessary. 
Clean the gearcase breather."

• • • • •

"Check   the   calibration   of   the   pressure transducers. 
Change the air filter element (Replace more frequently if local conditions require)."

• • • • •

Change the oil filter element. • • • • •

Replace check valve seat and spring using field kit. • • • •

Fully  inspect  condensate  separators,  all external surfaces, and fittings. Report any excessive corrosion, mechanical or impact damage, 
leakage or other deterioration..

• • • •

Inspect  the  starter  contactors,  replace  if required. • • • •

Rebuild blowdown valve using field kit. • • • •

"Clean the condensate strainers. • • • •

Remove   the    safety    valves    from   the compressor, inspect and re–calibrate. • • • •

Rebuild hydraulic cylinder using field kit. • • •

Replace all hoses. • • •

Replace discharge check valve. •

D37-D75s Service Schedule
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Check Power Drive Module filter • • • • • • •

Check Expansion joint bolt torque (if supplied) • • • • • •

Clean Condensate stainers • • • • • •

Check/Clean Cooler Core(s) • • • • • •

Check/Clean Moisture separator • • • • • •

Check/Clean Motor cowl • • • • • •

Check/Clean Hoses • • • • •

Check/Clean Pressure relief valve • • • • •

Check Breather • • • • •

Replace Air filter • • • • •

Inspect Check valve • • • • •

Inspect Blowdown valves • • • • •

Check Airend intake batts • • • • •

Replace Oil filter • • • • •

Replace PureCARE Lubricant • • • • •

Replace Check valve • • • • •

Rebuild Blowdown valves •

D37RS-D75sRS Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
3 Water-cooled units only
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility. Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Filter change intervals which 
may be different to those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), Effecting Lubricants, filters, separators etc.
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A  Delcos Controller  Note and record all pressures • • • • • • •

 Delcos Controller  Note and record all temperatures • • • • • • •

 Enclosure and VSD Filters  Check condition, clean if required • • • • • • •

 Water cooling system 3  Check water flow • • • • • • •
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 Delcos Controller  Check fault history • • • • • •

 Delcos Controller  Check for any service requirements • • • • • •

 Oil System  Check oil level and top up if required • • • • • •

 Cooling System  Check water level & top if required • • • • • •

 Condensate Drains  Check operation • • • • • •
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Compressor Controller Note and record all pressures and temperatures • • • • •

Compressor Controller Note and record all faults • • • • •

Compressor Controller Check all connections and plugs • • • • •

Control System Check for correct operation • • • • •

Blowdown System Check for correct operation • • • • •

Vacumn Generator System Check and adjust if required • • • • •

Discharge NRV Check operation • • • • •

Pipework Connections Check condition and tightness • • • • •

Air Filter Replace air filter element • • • • •

Oil Filter Replace oil filter. • • • • •

Powered Breather Filter Replace filter element. • • • • •

Motor Lubrication Grease Replace motor lubrication grease cartridges • • • • •

Safety temperature switch (S21 + S22) Replace switches • • • • •

Electrical wiring Check connections and condition • • • • •

Compressor Maintain the compressor room • • • • •

Inlet Water Strainer (only water-cooled compressors) Remove sieve and clean • • • • •

Se
rv

ic
e 

D

Electrical Cabinet Filters  (RS only) Replace Filters • • • •

Balance piston Diaphragm Replace diaphragm (1st airend) • • • •

Balance piston Diaphragm Replace diaphragm (2nd airend) • • • •

Solenoid valve Y3 (vacuum generator) Replace valve. • • • •

Control Line Filter Replace Filter Element • • • •

Lubricating oil Change the oil. • • • •

Cooling Water (water cooled models) Check cooling water quality • • • •

Starter Contactors (fixed speed) Check contactor points • • • •

Intercooler and aftercooler (watercooled) Check and clean tubestack if required • • • •
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Intake Regulator Replace the diaphragm. • •

Intake Regulator Replacement solenoid valve Y1. • •

Intake Regulator Replacement solenoid valve Y2. • •

Intake Regulator Replace sealing washers. • •

Non-return valve Replace complete valve. • •

Drive coupling Check for play and replace inserts if necessary. • •

Pulsation Damper (1st airend) Replace seals. • •

Pulsation Damper / Silencer (2nd airend) Replace seals. • •

Intercooler Replace inlet seal • •

Aftercooler Replace inlet seal. • •

Blow Down silencer Replace silencer. • •

Condensate Drain Service Condensate drain  - replace wear items • •

Compressor cabinet Filter renew • •
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 Drive Motor Bearings  Renew drive motor bearings • •

 Internal water circuit  Replace coolant • •

 Internal water circuit  Check water pump • •

 Oil circuit  Check oil pump • •

 Drive Motor AVM's  Renew AVM's •

 Air End  Renew Air End Predictive - only when required

Dryclon 75-160 Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via iConn remote monitoring where available
3 Water-cooled units only
# Inspection of the pressure vessel in accordance with local guidelines
Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the 
customers responsibility. Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Filter change intervals which may 
be different to those shown above.
Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), Effecting Lubricants, filters, separators etc.
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A  Delcos Controller  Note and record all pressures • • • • • • •

 Delcos Controller  Note and record all temperatures • • • • • • •

 Enclosure and VSD Filters  Check condition, clean if required • • • • • • •

 Water cooling system 3  Check water flow • • • • • • •
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 Delcos Controller  Check fault history • • • • • •

 Delcos Controller  Check for any service requirements • • • • • •

 Oil System  Check oil level and top up if required • • • • • •

 Cooling System  Check water level & top if required • • • • • •

 Condensate Drains  Check operation • • • • • •
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Compressor Controller Note and record all pressures and temperatures • • • • •

Compressor Controller Note and record all faults • • • • •

Compressor Controller Check all connections and plugs • • • • •

Control System Check for correct operation • • • • •

Blowdown System Check for correct operation • • • • •

Vacumn Generator System Check and adjust if required • • • • •

Discharge NRV Check operation • • • • •

Air Filter Replace filterelement • • • • •

Oil Filter Replace oil filter. • • • • •

Power Breather Filter Replace filter element. • • • • •

Motor Lubrication Grease Replace motor lubrication cartridges • • • • •

Control Line Filter Replace Filter Element • • • • •

Safety temperature switch (S21 + S22) Replace switch combination • • • • •

Electrical wiring Check connections and condition • • • • •

Hoses and pipelines Check for leaks or as the case may be, damage. • • • • •

Compressor Maintain the compressor room Maintain the compressor room • • • • •

Inlet Water Strainer (only water-cooled compressors) Remove sieve and clean • • • • •

Electrical Cabinet Filters  (RS only) Replace Filters • • • • •
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Solenoid valve Y3 (vacuum generator) Replace valve. • • • •

Lubricating oil Change the oil. • • • •

Compressor Controller Test the emergency-stop function. • • • •

Air Filter Replace filterelement • • • •

Oil Filter Replace oil filter. • • • •

Power Breather Filter Replace filter element. • • • •

Motor Lubrication Grease Replace motor lubrication cartridges • • • •

Control Line Filter Replace Filter Element • • • •

Safety temperature switch (S21 + S22) Replace switch combination • • • •

Electrical Cabinet Filters  (RS only) Replace Filters • •

Se
rv

ic
e 

E

Intake regulator Replace Turcon Ring + rod seal. • •

Intake regulator Replacement solenoid valve Y1. • •

Intake regulator Replacement solenoid valve Y2. • •

Intake regulator Replace Shuttle Valve • •

Intake regulator Replace sealing washers. • •

Intake regulator Replace sealing ring in relief unit • •

Intake regulator Replace Slide Block • •

Non-return valve Replace complete valve. • •

Drive Coupling Check for play and replace inserts if necessary. • •

Pulsation Damper (1st airend) Replace seals. • •

Pulsation Damper(2nd airend) Replace seals. • •

Intercooler Replace inlet seal. • •

Aftercooler Replace inlet seal. • •

Condensate Drain Service Condensate drain  - replace wear items • •
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 Drive Motor Bearings  Renew drive motor bearings • •

 Internal water circuit  Replace coolant • •

 Internal water circuit  Check water pump • •

 Oil circuit  Check oil pump • •

 Drive Motor AVM's  Renew AVM's •

 Air End  Renew Air End Predictive - only when required

Dryclon 165-315 Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check or via IConn remote monitoring where available
3 Water-cooled units only
4  The performance of the airend depends on the water quality. It is possible that performance loss can occur due to the water available in your area. Regular monitoring of the performance is recommended. If 

performance loss is evident we recommend to replace the airend earlier than indicated in the above table. This is not covered by PureCARE warranty. 

# Inspection of the pressure vessel in accordance with local guidelines.

Where the compressor is part of an integrated unit, please refer to the separate dryer manual for any dryer related service tasks. Receiver certification beyond the initial period is the customers responsibility.

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Filter change intervals which may be different to those shown above.

Service intervals could be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.

DH 15-110 Water Injected Service ScheduleDH 15-110 Water Injected Compressors Service Schedule
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 Delcos Controller  Note and record sump pressure • • • • • • •

 Delcos Controller  Note and record discharge pressure • • • • • • •

 Delcos Controller  Note and record discharge temperature • • • • • • •

 Enclosure and VSD Filters  Check condition, clean if required • • • • • • •

 Water cooling system  Check water flow • • • • • • •
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B  Delcos Controller  Check fault history • • • • • •

 Delcos Controller  Check for any service requirements • • • • • •

 Water Cooler  Check condition, clean if required • • • • • •
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 Air Filter & VSD Filter Mat  Renew air filter element & VSD filter mat • • • • •

 Water Injection Filter Element (s)  Renew water injection filter (s) • • • • •

 Water Treatment Pre-Filter Element  Renew water treatment pre-filter element • • • • •

 Air End Bearing Scavenge Filter  Renew air end bearing scavenge filter • • • • •

 Water Sampling  Take airend injection water sample and analysis • • • • •

 RO Water Storage Tank  Check Internal Pressure • • • • •

 Air End  Carry out visual inspection of air end internals • • • • •

 Air End Gate Rotors  Check gate rotor clearances • • • • •

 Air End Bearing Scavenge System  Clean and check vacuum and adjust if required • • • • •

 Control System  Check operation • • • • •

 Blowdown System  Check operation • • • • •

 Electrical Wiring  Check connections and condition • • • • •

 Delcos Controller  Check connections and plugs • • • • •

 Inlet Water Strainer  Check condition, clean if required • • • • •
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 Control Solenoids  Renew control solenoids • • • •

 Minimum Pressure Valve  Renew minimum pressure valve • • • •

 Intake Valve (D15H-D37H)  Overhaul intake valve • • • •

 Water Level Sensor  Clean and check operation • • • •

 Emergency Stop Button  Test emergency stop button • • • •

 VSD Drive/Starter  Check condition of contacts and renew if required • • • •

 Relief Valve  Functionally test • • • •
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 Post Filter  Renew post filter element • •

 RO Permeate Pump  Renew permeate pump • •

 Water Drain Solenoid  Renew water drain solenoid body • •

 Water Make Up Solenoid  Renew water make up solenoid • •

 Water Stop Valve  Overhaul water stop valve • •

 Enclosure Filters  Renew enclosure filters • •
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 Drive Motor Bearings  Renew drive motor bearings •

 Drive Motor AVM's  Check drive motor Anti Vibration Mounts •

 Air End Discharge Temperature Sensor  Renew temperature sensor •

 Air End4  Renew airend •

 Air End AVM's  Renew Anti Vibration Mounts •
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1  Maintenance time intervals are based on operating hours or calendar date, whichever occurs first. 
If the compressor is operating at full pressure and is constantly running, reduce the service intervals by 25%

2 Performed by the end user

# Inspection of the pressure vessel in accordance with local guidelines

1  Maintenance time intervals are based on operating hours or calendar date, whichever occurs first. 
If the compressor is operating at full pressure and is constantly running, reduce the service intervals by 25% 
For operating conditions where ambient temperature is higher than 77F or 25C the maintenance intervals are greatly reduced, please refer to the 
manual for more information

2 Performed by the end user

# Inspection of the pressure vessel in accordance with local guidelines
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10 Bar 8 Bar 10 Bar 8 Bar

Complete Scroll Inspect for excessive noise and vibration •

Complete Scrol Check for air leaks •

Intake Air Filter Clean and inspect •

V-Belts check V-belts adjust/replace if necessary •

Intake Air Filter Replace intake air filter • • •

Cooling Inspect and clean •

Sirocco Fan Clean & inspect • • •

Airend Fin Clean & inspect • •

Scroll Bearings Re-gease the bearing • •

Tip Seals & Face Seals Replace the seals • •

Scroll Airend Replace the scroll airend • •

Scroll SC2, SC4, S4S, S7D, S11T, S15Q Service Schedule
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Complete Scroll Air End Inspect for excessive noise and vibration •

Complete Scrol Check for air leaks •

Intake Air Filter Clean and inspect •

V-Belts check V-belts adjust/replace if necessary •

Intake Air Filter Replace intake air filter • • •

Cooling Inspect and clean • • •

Cooling Fan & Scroll Fin Clean & inspect • • •

Scroll Bearings Re-gease the bearing • •

Tip Seals & Face Seals Replace the seals • •

Brushes (7.5 Kw only) Replace the Drum • •

Scroll Airend Replace the scroll airend • •

Scroll SC6, SC7, S6S, S8S, S11D, S15D, S17T, S22T/Q, S30Q Service Schedule
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Compressor Service Kits
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Ultima 75-160 (V2) CK4135U-3
+ CK4135U-4 /GTW motor2

CK8135U-4 + CK4.. Kits CK16135U-3 + CK4 + CK8.. Kits
+ CK4135U-5 /GMN motor2

Ultima 75-160 hoc (V2) CK4135U-3
+ CK4135U-4 /GTW motor2

CK8135U-4 + CK4.. Kits CK16135U-3
+ CK16135U-2

+ CK4135U-5 /GMN motor2 + CK4 + CK8.. Kits

Ultima 75-160  (waterstop3) (V2) CK4135U-3
+ CK4135U-4 /GTW motor2

CK8135U-4
+ CK8135U-5

CK16135U-3 + CK4 + CK8.. Kits
+ CK4135U-5 /GMN motor2 + CK4.. Kits

D37-D75S CK4-CA8-1 CK8-CA8-1 + CK4.. Kit

D37RS-D45RS CK4-CD48-1 CK8-CD48-1 + CK4.. Kits CK16-CD4-1 + CK4 + CK8.. Kits

D55RS-D75s-RS CK4-CD48-1 CK8-CD48-1 + CK4.. Kits CK16-CD481 + CK4 + CK8.. Kits

Dryclon 75-160 (V3) CK4135-2 CK8135-2 CK16135-5 + CK8.. Kit

Dryclon 75RS-160RS (V3) CK4135-2 CK8135RS-2 CK16135-5 + CK8.. Kit

Dryclon 165-315 (V2) CK4198-2 CK8198-3 CK16198-4 + CK8.. Kit

Dryclon 165RS-315RS (V2) CK4198-2 CK8198-3 CK16198-4 + CK8.. Kit
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DH Waterinjected 15 (V3) CK4155-5 CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 15 RS (V3) CK4155-5-RS CK8155-2-RS + CK4.. Kits CK16155-3-RS + CK4 + CK8.. Kits

DH Waterinjected 22 (V3) CK4155-6 CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 22 RS (V3) CK4155-6-RS CK8155-2-RS + CK4.. Kits CK16155-3-RS + CK4 + CK8.. Kits

DH Waterinjected 37 (V3) CK4180-3 CK8180-3 + CK4.. Kits CK16180-5 + CK4 + CK8.. Kits

DH Waterinjected 37 RS (V3) CK4180-4-RS CK8180-3 + CK4.. Kits CK16180-6 + CK4 + CK8.. Kits

DH Waterinjected 50 RS (V3) CK4210-6-DH CK8210-4-DH + CK4.. Kits CK16210-3-DH + CK4 + CK8.. Kits

DH Waterinjected 75 RS (V3) CK4210-7-DH CK8210-5-DH + CK4.. Kits CK16210-4-DH + CK4 + CK8.. Kits

DH Waterinjected 110 RS (V3) CK4265-4-DH CK8265-2-DH + CK4.. Kits CK16265-2-DH + CK4 + CK8.. Kits

Quantima Ti 43 52 Q009-8017 Q009-8018 + Q009-8017 Kit Q009-8023 + 4K & 8K Kits

Service Kits Oil Free Compressors current range

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.
2 For the Motor Lubrication kits, you need 1 kit for each motor. Please check the motor carefully, as in time you may have 2 different motors
3 Waterstop is an option - Please check carefully the machine configuration.

To comply with the terms and conditions of PureCARE, complete kits must be used for services. All parts must be replaced. Purchase 
and use of selective parts instead of the whole kit is not permitted and will invalidate the (extended) warranty.

Lubrication Oil    Part # 100014655
Anti Freeze - Coolant SF-PG    Part # ZS1156601 (Ultima)  ZS1156405  (Dryclon)
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Compressor Service Kits
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Ultima 75-160 (V1) CK4135U-2 CK8135U-3 + CK4.. Kits CK16135U-1 + CK4 + CK8.. Kits

Dryclon 75-160 (V2) CK4135-1 CK8135-2 CK16135-4 + CK8.. Kit

Dryclon 75RS-160RS (V2) CK4135-1 CK8135RS-2 CK16135-4 + CK8.. Kit

Dryclon 165-315 (V1) CK4198-1 CK8198-2 CK16198-3 + CK8.. Kit

Dryclon 165RS-315RS (V1) CK4198-1 CK8198-2 CK16198-3 + CK8.. Kit
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DH Waterinjected 15 (V2) CK4155-5 CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 15 RS (V2) CK4155-5-RS CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 22 (V2) CK4155-6 CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 22 RS (V2) CK4155-6-RS CK8155-2 + CK4.. Kits CK16155-2 + CK4 + CK8.. Kits

DH Waterinjected 37 (V2) CK4180-3 CK8180-3 + CK4.. Kits CK16180-5 + CK4 + CK8.. Kits

DH Waterinjected 37 RS (V2) CK4180-4-RS CK8180-3-RS + CK4.. Kits CK16180-6 + CK4 + CK8.. Kits

DH Waterinjected 50 RS (V2) CK4210-6-DH CK8210-4-DH + CK4.. Kits CK16210-3-DH + CK4 + CK8.. Kits

DH Waterinjected 75 RS (V2) CK4210-7-DH CK8210-5-DH + CK4.. Kits CK16210-4-DH + CK4 + CK8.. Kits

DH Waterinjected 110 RS (V2) CK4265-4-DH CK8265-2-DH + CK4.. Kits CK16265-2-DH + CK4 + CK8.. Kits

Service Kits Oil Free Compressors LEGACY range

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

To comply with the terms and conditions of PureCARE, complete kits must be used for services. All parts must be replaced. Purchase 
and use of selective parts instead of the whole kit is not permitted and will invalidate the (extended) warranty.

Lubrication Oil    Part # 100014655
Anti Freeze - Coolant SF-PG    Part # ZS1156601 (Ultima)  ZS1101248  (Dryclon)
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300SMB1445 Air Filter  SC2, SC4, S4S, S7D, S11T, S15Q x 1 x 2 x 3 x 4

300SMB1445 Air Filter  SC6, SC7, S6S, S8S, S11D, S15D, S17T, S22T/Q, S30Q x 2 x 4 x 6 x 8

300SMB6029 Tip seal kit 2 & 4kW x 1 x 2 x 3 x 4

300SMB6022 Grease 80 grams Refer to manual for quantities

302SIA6003 Kit 6 KW Bushing & spring x 1 x 2 x 3 x 4

300SIA6003 Kit 6kW Service kit (includes tip seal, face seal & grease) x 1 x 2 x 3 x 4

301SIA6003 Kit 7kW Service kit (includes tip seal, face seal & grease) x 1 x 2 x 3 x 4

300SMB6031 Grease gun

Service Kits Oil Free Scroll Compressors (LEGACY)
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F Series Refrigeration Dryer
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Dryer Verify the temperature on the control panel display is acceptable • • • •

Condensate Drain Visually check if the condensate is drained regularly • • • •

Dryer Clean the filter mesh of the condensate drain sytem • • •

Dryer Clean condenser fins. • • •

Dryer Check electrical absorption. • • •

Filter Check the conditions of the filters installed, replace elements as needed • •

Dryer Check flexible tube used for condensate drainage is damage and replace if necessary • •

Dryer Check if all connecting pipes are properly thightened and fixed • •

Filter Depressurise the dryer. Replace pre- and post-filter elements. • •

Dryer Replace the fan pressure switch •

CD4F - CD160F Refrigeration Dryer Service Schedule
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Dryer Verify the temperature on the control panel display is acceptable • • • • •
Condensate Drain Visually check if the condensate is properly drained • • • • •
Filters Clean Prefilter to remove any possible dirt on the inner filtering element • • •
Dryer Clean the condenser to remove possible scales or deposits • •

Dryer
Check that power consumption falls within the range detailed on the machine 
plate • •

Filters Replace pre- and post-filter elements. •
Condensate Drain Clean filter screen with compressed air, clean solenoid valve •
Condensate Drain Replace Zero Drain Service Unit (Zero Drain units only) •

CD216F - CD1920F Refrigeration Dryer Service Schedule
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F Series Refrigeration Dryer
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Dryer Verify the temperature on the control panel display is acceptable • • • •

Condensate Drain Visually check if the condensate is drained regularly • • • •

Dryer Clean the filter mesh of the condensate drain sytem • • •

Dryer Clean condenser fins. • • •

Dryer Check electrical absorption. • • •

Filter Check the conditions of the filters installed, replace elements as needed • • •

Dryer Check flexible tube used for condensate drainage is damage and replace if necessary • •

Dryer Check if all connecting pipes are properly thightened and fixed • •

Filter Depressurise the dryer. Replace pre- and post-filter elements. • •

Dryer Replace the fan pressure switch •

CD4F - CD160F Refrigeration Dryer Service Schedule
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Dryer Verify the temperature on the control panel display is acceptable • • • • •
Condensate Drain Visually check if the condensate is properly drained • • • • •
Filters Clean Prefilter to remove any possible dirt on the inner filtering element • • •
Dryer Clean the condenser to remove possible scales or deposits • •

Dryer
Check that power consumption falls within the range detailed on the machine 
plate • •

Filters Replace pre- and post-filter elements. •
Condensate Drain Clean filter screen with compressed air, clean solenoid valve •
Condensate Drain Replace Zero Drain Service Unit (Zero Drain units only) •

CD216F - CD1920F Refrigeration Dryer Service Schedule
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F Series Refrigeration Dryer
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Controller Check POWER ON indicator is lit. •

Controller Check control panel indicators •

Condensate drain Check condensate drain. • • •

Fins Clean condenser fins. • •

Electrical Check electrical absorption. • •

Refrigerant Check refrigerant leaks •

Drain Depressurise the dryer. Complete drain maintenance. •

Filtration Depressurise the dryer. Replace pre- and post-filter elements. •

F4S-F100S Refrigeration Dryer Service Schedule
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Controller Check POWER ON indicator is lit. •
Controller Check control panel indicators • •
Condensate drain Check condensate drain. •
Fins Clean condenser fins. • • •
Heater Verify that the crankcase heater is correctly positioned • • •
Electrical Check electrical absorption. • • •
Refrigerant Check refrigerant leaks • •
Drain Depressurise the dryer. Complete drain maintenance. • •
Filtration Depressurise the dryer. Replace pre- and post-filter elements. • •
Sensors Check Temperature sensors, Replace if necessary • •
Maintenance Kit air cooled Dryer maintenance kit (AC part# 100012721) •
Maintenance Kit water cooled Dryer maintenance kit (WC part# 100012722) •

F120HS-F1800HS Refrigeration Dryer Service Schedule
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F Series Refrigeration Dryer
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Visually examine that the condensate is correctly drained. • • • •

Clean prefilter and its drain. Remove dirt on the inner filtering element. • • •

Clean the condenser to remove possible scales or dust. • •

Replace the air filter element. • •
Make sure that the compressor power consumption values agree with the range specified on the machine (see 
compressor product lable). • •

Clean the level sensor (Reed). • •

(Timed Drains Only) Disassemble the drains fully and clean all the components. •

Calibrate the dew point meter (optional). •

CMT60 - CMT70  Subfreezing dryers Service Schedule
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SOLENOID VALVE COIL • • 47611459 47611459 2

SOLENOID VALVE COIL • • 24002941 24002941 2

DRAIN SOLENOID VALVE COIL • • 18301606 18301606 3

PRESSURE TRANSDUCER • • 47611448 47611448 1

PRESSURE TRANSDUCER • • 47611446 47611446 2

TEMPERATURE PROBE • • 47611450 47611450 7

CONTACTOR • • 49213259 49213259 1

RELAY • • 47611457 47611457 2

RELAY • • 47610444 47610444 2

LEVEL SENSOR KIT • 23963267 23963267 3

CONTACTOR • 49213259 49213259 1

1T1 PRIMARY FUSE • 24003113 24003113 2

24V CONTROL CIRCUIT FUSE • 18301770 18301770 1

1T3 PRIMARY FUSE • 18301762 18301762 2

230V FAN FUSE • 18301762 18301762 1

FUSE FOR DEW POINT METER • 47611451 47611451 1

CMT60 - CMT70  Subfreezing dryers Recommended Parts
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F Series Refrigeration Dryer
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Verify the temperature on the control panel display is acceptable • • • •

Visually check if the condensate is drained regularly • • • •

Clean the filter mesh of the condensate drain sytem • • • •

Clean condenser fins. • • •

Check electrical absorption. • • •

Check the conditions of the filters installed, replace elements as needed • • •

Replace the Service Unit of the Electronic drain discharge (if present) • •

Check flexible tube used for condensate drainage is damage and replace if necessary • •

Check if all connecting pipes are properly thightened and fixed • •

Check Glycol circuit • •

Clean the level sensor • •

Depressurise the dryer. Replace pre- and post-filter elements. • •

Replace the fan pressure switch •

CD9F-ES - CD430F-ES Cycling Dryer Service Schedule
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1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

DESICCANT DRYERS
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Check and record inlet pressure, temperature and flow. • •

Check tower pressure gauge readings are within operating tolarance AX9-AX50 only • •

Check dryer operation for proper cycling, depressurization and re-pressurization. • •

Check that the prefilter drain is operating properly and that there is no condensate discharged from purge mufflers • • •

Verify that pressure in purging tower is 3psig (0.2barg) or less. If higher, muffler replacement is recommended. • • •

Check the dryer digital controller for alarms (9-50 only) • • •

Verify that prefilter and afterfilter differential pressure is within operating limits. Replace elements and/or cartridges as required. • • •

Check desiccant and replace if necessary. • •

Inspect and clean pilot air control solenoid valves, check valves and flow valves. Rebuild and / or replace as required. • •

Replace drains on prefilter and afterfilter. • •

Test electrical components, replace as necessary. • •

Check and replace mufflers • •

Check for loose electrical wiring connections and tighten as required. • •

Inspect pneumatic valves and replace angle valve bonnets •

if not functioning properly (Preventive). Check and replace shuttle valve assembly •

Replace control air solenoid valve (Preventive). •

Replace desiccant. •

Adsorption Air Dryers AX1M - AX50M (DS) Service Schedule

Kits for AX1M - AX50M

Model Yearly Kit every 3 Years Dessicant AA every 3 Years Dessicant MS every 3 years

AX1M -40°C 47711965001 47713683001 1.4 kg

AX3M -40°C 47711965001 47713683001 4.3 kg

AX4M -40°C 47711965001 47713683001 6 kg

AX7M -40°C 47711969001 47711970001 47713683001 12.8 kg

AX9M -40°C 47711974001 47711970001 47713683001 16.7 kg

AX12M -40°C 47711974001 47711970001 47713683001 21.8kg

AX17M -40°C 47711984001 47711985001 47713683001 30.8 kg

AX25M -40°C 47711984001 47711985001 47713683001 35.9 kg

AX33M -40°C 47711994001 47711995001 47713683001 61.6 kg

AX42M -40°C 47711999001 47711995001 47713683001 71.8 kg

AX50M -40°C 47711999001 47711995001 47713683001 71.8 kg

AX7M -70°C 47711969001 47711970001 47713683001 8.6 kg 47713684001 4.3 kg

AX9M -70°C 47711974001 47711970001 47713683001 11.1 kg 47713684001 5.6 kg

AX12M -70°C 47711974001 47711970001 47713683001 14.5 kg 47713684001 7.3 kg

AX17M -70°C 47711984001 47711985001 47713683001 20.5 kg 47713684001 10.3 kg

AX25M -70°C 47711984001 47711985001 47713683001 23.9 kg 47713684001 12 kg

AX33M -70°C 47711994001 47711995001 47713683001 41 kg 47713684001 20.5 kg

AX42M -70°C 47711999001 47711995001 47713683001 47.9 kg 47713684001 23.9 kg

AX50M -70°C 47711999001 47711995001 47713683001 47.9 kg 47713684001 23.9 kg
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1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.
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Check the unit for any signs of external damage •

If the red service indicator is active, the unit must be serviced to ensure continued operation •

Remove any loose dust or dirt from the unit, clean all surfaces that appear to have attracted unwanted contaminants •

Always check all connections for any leaks •

Ensure the unit is operating within the specification •

Replace external exhaust silencer/muffler element • • •

Calibrate dew-point sensor (ES versions only) • • •

Replace desiccant • •

Replace top manifold gasket seals • •

Replace exhaust valves •

Replace inlet valves •

Replace outlet valves •

Replace control valves [inc. solenoid coils] •

Adsorption Air Dryers AX60NS - AX314NS Service Schedule

Kits for AX60NS - AX314NS

Model Dessicant -40 every 2 Years Dessicant -70 2 years

AX60NS AT1021118 x 2

AX78NS AT1021119 x 2

AX113NS AT1021120 x 2

AX159NS AT1021120 x 3

AX212NS AT1021120 x 4

AX235NS AT1021119 x 6

AX314NS AT1021120 x 6

Kits for AX60NS - AX314NS

Kit Description Frequency

AT1021112 Inlet Valve Kit Every 4 Years

AT1021113 Exhaust Valve kit Every 4 Years

AT1021114 Outlet Valve Kit Every 4 Years

AT1021115 Pilot Valve Kit Every 4 Years

AT1021116 Exhaust Silencer Kit Every year

AT1021117 Replacement Dewpoint Sensor ES only

AT1021118 Desiccant Kit (110 Size) Every 2 Years

AT1021119 Desiccant Kit (120 Size) Every 2 Years

AT1021120 Desiccant Kit (130 Size) Every 2 Years

AT1021121 Integrated Filter Service Kit See control Panel

AT1021122 Column Diffuser Service Kit Every 4 Years
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Dryer Carry out visual and function checks •

Dryer Check Dryer for external damage or unusual noise •

Dryer Remove any loose dust clean surfaces •

Upstream and Down-
stream filter

Check pressure difference at the upstream and downstream filters - if >0.35 bar replace filter •

Upstream filter Check function of the condensate trap, clean if necessary •

Upstream and Down-
stream filter

Replace filters † † †

Muffler Replace muffler † †

Sensor of dewpoint 
sensing control system

Recalibrate sensor † † †

Solenoid valves Replace membrane † † †

Solenoid and check 
valves

Replace check and solenoid valves † †

Seals, perforated plates Replace perforated plates and seals †

Desiccant Change desiccant †

Adsorption Air Dryers A001-014TX Service Schedule

Kits for A001-A014TX

A001-A014TX 12 month Kit 100014793

A001-A014TX 24 month Kit 100014794

A001-A006TX 48 month Kit 100014795

A009-A014TX 48 month Kit 100014796

The service kits do not include filter elements or mufflers

• Performed by the operator

† Essential maintenance - Service personnel only

Part number A
00

1T
X

A
00

2T
X

A
00

4T
X

A
00

6T
X

A
00

9T
X

A
01

2T
X

A
01

4T
X

DESPAC1MS 100014742 1X 2X 1X 1X

DESPAC4MS 100014743 1X 2X 3X 4X 1X

DESPAC15MS 100014744 2X

Desiccant kits



Service Schedules  2021 V1.0 27

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

• Performed by the operator

† Essential maintenance - Service personnel only

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.

• Performed by the operator

† Essential maintenance - Service personnel only
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Dryer Check POWER ON indicator is illuminated •

Dryer Check STATUS / FAULT indicators located on the controller. •

Dryer Check for air leaks •

Dryer Check the condition of electrical supply cables and conduits. • • • •

Dryer Check for cyclic operation. • • •

Filtration Check Drain operation • • • •

A Dryer Replace active exhaust silencers Recommended Service A † †

B Filtration Replace the inlet and outlet air filters and service drains. Recommended Service B † †

D Dryer Service valves Recommended Service D †

E Dryer Replace the Desiccant. Recommended Service E †

Adsorption Air Dryers A1LX - A7LX Service Schedule
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Dryer Complete visual inspection and function test •

Heater Inspect intake opening for regeneration gas •

Switch Cabinet Check screw connections and clamps are secured, tighten if necessary • • • •

Silencer Renew silencer every year and after desiccant renewal † † †

Control Air Filter Inspect control air filter and clean or replace if necessary † † †

Dewpoint Transmitter Return to manufacturer for recalibration † † †

Vacuum pump Inspect bearing and replace, if necessary † †

Dust Filter Check dust filter for contamination and clean †

Desiccant Replace desiccant †

Filters Please refer to filter manuals † † †

Adsorption Air Dryers ATV70-2417 Service Schedule

Kits for ATV70 - 2417

70-2417 12 month Kit ZS1047817

70-592 24 month Kit ZS1047819

683-1183 24 month Kit ZS1047820

1333-1800 24 month Kit ZS1047821

2050-2417 24 month Kit ZS1047822

70-85 48 month Kit ZS1047824

107-142 48 month Kit ZS1047825

197-330 48 month Kit ZS1047826

392-592 48 month Kit ZS1047827

683-1183 48 month Kit ZS1047828

1333-1800 48 month Kit ZS1047829

2050-2417 48 month Kit ZS1047830

Kits for A1LX - A7LX

Kit Part Number

A DK1000-1 12 Month Silencer element Service Kit

B 171141580
12 Month Filter Service Kit (Refer to Filter user 
guide)

D DK3016-1 24 Month Exhaust Valve 50Hz

E

DK9005 24 Month A1LX Service kit

DK9006 24 Month A12X Service kit

DK9007 24 Month A3LX Service kit

DK9008 24 Month A4LX Service kit

DK9009 24 Month A5LX Service kit

DK9010 24 Month A6LX Service kit

DK9011 24 Month A7LX Service kit
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Dryer Carry out visual and function checks •

Dryer Check Dryer for external damage or unusual noise •

Dryer Remove any loose dust clean surfaces •

Upstream and Down-
stream filter

Check pressure difference at the upstream and downstream filters - if >0.35 bar replace filter •

Upstream filter Check function of the condensate trap, clean if necessary •

Oil indicator Measure residual oil content and residual capacity of the purifying agent •

Upstream and Down-
stream filter

Replace filters † † †

Muffler Replace muffler † †

Sensor of dewpoint 
sensing control system

Recalibrate sensor † † †

Solenoid valves Replace membrane † † †

Purifying agent Replace cleaning agent † † †

Solenoid and check 
valves

Replace check and solenoid valves † †

Seals, perforated plates Replace perforated plates and seals †

Desiccant Change desiccant †

Adsorption Air Dryers A001-014TXA Service Schedule

Kits for A001-A014TXA

A001-A014TXA 12 month Kit 100014793

A001-A014TXA 24 month Kit 100014794

A001-A006TXA 36 month Kit 100014797

A009-A014TXA 36 month Kit 100014798

A001-A006TXA 48 month Kit 100014795

A009-A014TXA 48 month Kit 100014796

The service kits do not include filter elements or mufflers

• Performed by the operator

† Essential maintenance - Service personnel only

Part number A
00

1T
XA

A
00

2T
XA

A
00

4T
XA

A
00

6T
XA

A
00

9T
XA

A
01

2T
XA

A
01

4T
XA

DESPAC1MS        † 100014742 1X 2X 1X 1X

DESPAC4MS        † 100014743 1X 2X 3X 4X 1X

DESPAC15MS      † 100014744 2X

DESPAC3AK         ∆ 100014799 1X 1X 1X 1X 2X 2X

DESPAC10AK       ∆ 100014800 1X

Desiccant and cleaning kits

† Every 48 months

∆ Every 12 months
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Dryer Carry out visual and function checks •

Dryer Check Dryer for external damage or unusual noise •

Dryer Remove any loose dust clean surfaces •

Vessel pressure gauge Check dam pressure. If exceeding 0.3 bar check muffler, dust sieve and drying agent •

Upstream and Down-
stream filter

Check pressure difference at the upstream and downstream filters - if >0.35 bar replace filter •

Upstream filter Check function of the condensate trap, clean if necessary •

Upstream and Down-
stream filter

Replace filters † † †

Muffler Replace muffler † †

Sensor of dewpoint 
sensing control system

Recalibrate sensor † † †

Pilot valves Renew pilot valves † † †

Main valves V1/V2 Replace main valves † †

Check valves V5/V6 Replace check valves † †

Solenoids Replace solenoids †

Dust sieves Renew dust sieves †

Desiccant Change desiccant †

Adsorption Air Dryers A018-157TX Service Schedule

Kits for A018-A157TX

A018-A157TX 12 + 36 month Kit 100014767

A001-A043TX 24 month Kit 100014769

A058-A157TX 24 month Kit 100014770

A001-A043TX 48 month Kit 100014774

A058-A157TX 48 month Kit 100014775

The service kits do not include filter elements or mufflers

• Performed by the operator

† Essential maintenance - Service personnel only

Desiccant packs including dust sieve and seals

A018-A157TX

A018TX 100014779

A024TX 100014780

A033TX 100014781

A043TX 100014782

A058TX 100014783

A070TX 100014784

A103TX 100014784

A125TX 100014785

A157TX 100014786
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Dryer Carry out visual and function checks •

Dryer Check Dryer for external damage or unusual noise •

Dryer Remove any loose dust clean surfaces •

Vessel pressure gauge Check dam pressure. If exceeding 0.3 bar check muffler, dust sieve and drying agent •

Upstream and Down-
stream filter

Check pressure difference at the upstream and downstream filters - if >0.35 bar replace filter •

Oil indicator Measure residual oil content and residual capacity of the purifying agent •

Upstream filter Check function of the condensate trap, clean if necessary •

Upstream and Down-
stream filter

Replace filters † † †

Muffler Replace muffler † †

Sensor of dewpoint 
sensing control system

Recalibrate sensor † † †

Purifying agent Renew - If the fed compressed air is humid, the interval is reduced to 6 months † † †

Pilot valves Renew pilot valves † † †

Main valves V1/V2 Replace main valves † †

Check valves V5/V6 Replace check valves † †

Solenoids Replace solenoids †

Dust sieves Renew dust sieves †

Desiccant Change desiccant †

Adsorption Air Dryers A018-157TXA Service Schedule

Kits for A018-A157TXA

A018-A157TXA 12 + 36 month Kit 100014767

A001-A043TXA 24 month Kit 100014769

A058-A157TXA 24 month Kit 100014770

A001-A043TXA 48 month Kit 100014774

A058-A157TXA 48 month Kit 100014775

P02 (Oil indicator tube) 671500000002

The service kits do not include filter elements or mufflers

• Performed by the operator

† Essential maintenance - Service personnel only

Desiccant packs including dust sieve and seals

A018-A157TXA

A018TXA 100014779

A024TXA 100014780

A033TXA 100014781

A043TXA 100014782

A058TXA 100014783

A070TXAA 100014784

A103TXA 100014784

A125TXA 100014785

A157TXA 100014786
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Dryer Check POWER ON indicator is illuminated •

Dryer Check STATUS / FAULT indicators located on the controller. •

Dryer Check for air leaks •

Dryer Check the pressure gauges during purging for excessive back pressure •

Dryer Check the condition of electrical supply cables and conduits. •

Dryer Check for cyclic operation. •

Filtration Check Drain operation •

A Dryer Replace active exhaust silencers Recommended Service A † †

B Filtration Replace the inlet and outlet air filters and service drains. Recommended Service B † †

C Dryer Replace / calibrate dewpoint transmitter (DDS units only) † †

D Dryer Replace the valve seats and seals Recommended Service D †

E Dryer Replace the Desiccant. Recommended Service E †

Adsorption Air Dryers A7XS - A50XS Service Schedule

Service Kit Description Part No Quantity

A - Silencer Service
Kit: Silencer Element A7XS-A25XS DK1003-1 1

Kit: Silencer Element A7XS-A30XS-A50XS DK1003-1

B - Filter Services Refer to filter user guide 171141580

C - Hygrometer Service
KIT: Hygrometer element & block (DK2000-1) DK2000-1 1

KIT: Hygrometer element & block (DK2000-1) DK2001-1

D - Valve Service
Kit: Valve overhaul A7XS-A25XS DK3008-1 1

Kit: Valve overhaul A30XS-A50XS DK3009-1 1

E - Desiccant Service

AA    11.2 litre bag DK9004 See table below

MS 13X   11.2 litre bag DK9002 See table below

Kit: Column Seals A7XS-A25XS DK4002-1 1

Kit: Column Seals A30XS-A50XS DK4003-1 1

Table Quantities

A7XS A9XS A12XS A15XS A18XS A25XS A30XS A37XS A50XS

-40 -70 -40 -70 -40 -70 -40 -70 -40 -70 -40 -70 -40 -70 -40 -70 -40 -70

Dryfill AA 1 1 2 2 2 3 3 4 5

Dryfill MS 13x 1 1 2 2 2 3 3 4 4

Seals 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

• Checks Performed by the operator/service personnel

† Replace Essential maintenance - Service personnel only
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Dryer Check POWER ON indicator is illuminated •

Dryer Check STATUS / FAULT indicators located on the controller •

Dryer Check for air leaks •

Dryer Check the pressure gauges during purging for excessive back pressure •

Dryer Check the condition of electrical supply cables and conduits •

Dryer Check for cyclic operation •

A Dryer Replace the active exhaust silencers † † †

B Filtration Replace the inlet, outlet and control filters and service drains † †

C Dryer Replace / Calibrate dewpoint transmitter (DDS units only) † †

D Dryer Replace valve seats and seals †

E Desiccant Replace the desiccant †

Adsorption Air Dryers A068X-A340X Service Schedule

• Checks Performed by the operator/service personnel

† Replace Essential maintenance - Service personnel only

Service Kit Description Part No Quantity

A - Silencer Service Kit: Silencer Element AX DK1001-1 See table below

B - Filter Services Refer to filter user guide 171141580

C - Hygrometer Service Replacement dewpoint transmitter (DDS units only) DK2000-1 1

D - Valve Service
Kit: Valve overhaul <9 Barg DK3001-1 1

Kit: Valve overhaul >9 Barg DK3002-1 1

E - Desiccant Service

AA    11.2 litre bag DK9004 See table below

MS    11.2 litre bag DK9002 See table below

WS    11.2 litre bag DK9000 See table below

Kit: Column Seals AX DK4001-1 1

Snow storm filler A51138374 1

Table Quantities

A068X A102X A127X A170X A212X A255X A297X A340X

-20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70

Dryfill AA 9 8 13 12 16 14 21 19 26 24 31 28 36 33 41 37

Dryfill MS 1 7 2 11 2 13 3 17 3 21 4 25 4 29 6 30

Dryfill WS 2 3 4 5 6 7 8 9

Seals 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Silencer 1 1 1 1 1 1 1 1 1 2 2 2 2 2 2 2 2 2 3 3 3 3 3 3
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Dryer Check POWER ON indicator is illuminated •

Dryer Check STATUS / FAULT indicators located on the controller •

Dryer Check for air leaks •

Dryer Check the pressure gauges during purging for excessive back pressure •

Dryer Check the condition of electrical supply cables and conduits •

Dryer Check for cyclic operation •

Vacuum pump Check oil level • •

Vacuum pump Clean the coarse seperator †

Vacuum pump Renew oil † † † † †

A Dryer Replace the active exhaust silencers † † †

B Filtration Replace the inlet, outlet and control filters and service drains † †

C Dryer Replace / Calibrate dewpoint transmitter (DDS units only) † †

Vacuum pump Renew separator filter and air filter † †

D Dryer Replace valve seats and seals †

E Desiccant Replace the desiccant †

Adsorption Air Dryers A068XLE-A340XLE Service Schedule

• Checks Performed by the operator/service personnel

† Replace Essential maintenance - Service personnel only

Service Kit Description Part No Quantity

A - Silencer Service Kit: Silencer Element AX DK1001-1 See table below

B - Filter Services Refer to filter user guide 171141580

C - Hygrometer Service Replacement dewpoint transmitter (DDS units only) DK2000-1 1

D - Valve Service
Kit: Valve overhaul <9 Barg DK3001-1 1

Kit: Valve overhaul >9 Barg DK3002-1 1

E - Desiccant Service

AA    11.2 litre bag DK9004 See table below

MS    11.2 litre bag DK9002 See table below

WS    11.2 litre bag DK9000 See table below

Kit: Column Seals AX DK4001-1 1

Snow storm filler A51138374 1

Vacuum pump (oil change)
Oil (1 liter) 7502126000 See table below

Oil (5 liter) 7502096000 See table below

Vacuum pump  (12 months)
Separators 7314686000 (VC150)   7316306000 068-102 x 4 127-212 x 5 255-340 x 10

Air filter 7305036000 (vc202/303) 1 (A255-340 = 2)

Table Quantities

A068X A102X A127X A170X A212X A255X A297X A340X

-20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70 -20 -40 -70

Dryfill AA 9 8 13 12 16 14 21 19 26 24 31 28 36 33 41 37

Dryfill MS 1 7 2 11 2 13 3 17 3 21 4 25 4 29 6 30

Dryfill WS 2 3 4 5 6 7 8 9

Seals 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

Silencer 1 1 1 1 1 1 1 1 1 2 2 2 2 2 2 2 2 2 3 3 3 3 3 3

Oil (Liters) 4 4 4 4 4 4 8 8 8 8 8 8 8 8 8 16 16 16 16 16 16 16 16 16
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Dryer Check POWER ON indicator is illuminated •

Dryer Check control panel indicators •

Dryer Check the correct level of the flow meter •

Dryer Check condensate drain •

Dryer Clean condenser fins •

Dryer Check electrical absorption † † † †

Dryer Depressurize the unit- complete drain maintenance † † † †

Upstream and Down-
stream filter

Replace pre- and post- filter elements † † †

Dryer Replace filter element, oil separator filter and dust preventer filter † † †

Dryer Replace pressure dew point sensor † † †

Dryer Replace main solenoids † † †

Dryer Check the silencer yearly and when changing the desiccant • • •

Dryer Replace non-return valve † †

Dryer Replace solenoids drain † †

Desiccant Change desiccant †

CDT 025-360 Series Hybrid Dryers Service Schedule

Maintenance parts CDT025 CDT040 CDT060 CDT090 CTD140 CDT260 CDT340

Kit component Part no Replace

Filter Element

ZS1167760 ZS1167764 ZS1167764 ZS1167766 ZS1167769 ZS1167772 ZS1167772 12 months

CE0036G/B CE0066G/B CE0096G/B CE0096G/B CE00198G/B CE00258G/B CE00258G/B 12 months

ZS1167763 CP3040ZL CP3040ZL ZS1167767 ZS1167770 ZS1167773 ZS1167773 12 months

Solenoid valve ZS1167695 ZS1167695 ZS1167695 ZS1167695 ZS1167695 12 months

Coil Solenoid valve block 4 pcs ZS1167701 ZS1167701 ZS1167701 ZS1167701 ZS1167701 12 months

Dew point Sensor ZS1167744 ZS1167744 ZS1167744 ZS1167744 ZS1167744 ZS1167744 ZS1167744 12 months

Angle body valve 398H378999Y030 (x2) 398H378999Y030 (x2) 24 months

O-ring set ZS1167698 ZS1167698 24 months

Wearing part for valve block see o-ring kit see o-ring kit ZS1167702 ZS1167702 ZS1167702 (x4) ZS1167702 (x4) ZS1167702 (x4) 24 months

Wearing part non return valve ZS1167698 ZS1167698 ZS1167699 ZS1167699 ZS1167699 ZS1167699 ZS1167699 24 months

Coil for condensate drain solenoid ZS1167692 ZS1167692 ZS1167692 48 months

Pneumatic control kit ZS1167711 ZS1167711 48 months

Pressure Transducer ZS1167716 (X2) ZS1167716 (X2) ZS1167716 (X2) ZS1167716 (X2) ZS1167716 (X2) 48 months

Temperature probe (0/150⁰ C) ZS1167687 ZS1167687 ZS1167687 (X2) ZS1167687 (X2) ZS1167687 (X2) ZS1167687 (X2) ZS1167687 (X2) 48 months

Thermal resistance ZS1167689  (x2) ZS1167689  (x2) ZS1167689  (x2) ZS1167689  (x2) ZS1167689  (x2) ZS1167689  (x2) ZS1167689  (x2) 48 months

Temperature probe (-50/50⁰ C) ZS1132690 ZS1132690 ZS1132690 ZS1132690 ZS1132690 (X2) ZS1132690 (X2) ZS1132690 (X2) 48 months

Temperature probe (170⁰ C) ZS1167690  (x2) ZS1167690  (x2) ZS1167690  (x2) ZS1167690  (x2) ZS1167690  (x3) ZS1167690  (x3) ZS1167690  (x3) 48 months

Desiccant pack ZS1167751  (x3) ZS1167751  (x3) ZS1167751  (x4) ZS1167751  (x6) ZS1167751  (x8) ZS1167751  (x15) ZS1167751  (x19) 48 months

Silencer ZS1167743 ZS1167743 ZS1167743 ZS1167743 ZS1167743 ZS1167743 ZS1167743 48 months

• Checks Performed by the operator/service personnel

† Replace Essential maintenance - Service personnel only



Service Schedules 2021 V1.0 35

Filter Guide    -   (Inline filters - from Sep 2020)

Filter Type Filter ID No Size FAD Filter element Element No

CF005L3/8"B 47698742001 3/8" 0.5 CE005L3/8"B 47699020001

CF005L3/8"C 47698759001 3/8" 0.5 CE005L3/8"C 47699021001

CF005L3/8"E 47698776001 3/8" 0.5 CE005L3/8"E 47699022001

CF005L3/8"D 47698793001 3/8" 0.5 CE005L3/8"D 47699023001

CF007L1/2"B 47698743001 1/2" 0.7 CE007L1/2"B 47699024001

CF007L1/2"C 47698760001 1/2" 0.7 CE007L1/2"C 47699025001

CF007L1/2"E 47698777001 1/2" 0.7 CE007L1/2"E 47699026001

CF007L1/2"D 47698794001 1/2" 0.7 CE007L1/2"D 47699027001

CF013L3/4"B 47698744001 3/4" 1.3 CE013L3/4"B 47699028001

CF013L3/4"C 47698761001 3/4" 1.3 CE013L3/4"C 47699029001

CF013L3/4"E 47698778001 3/4" 1.3 CE013L3/4"E 47699030001

CF013L3/4"D 47698795001 3/4" 1.3 CE013L3/4"D 47699031001

CF018L3/4"B 47698745001 3/4" 1.8 CE018L3/4"B 47699032001

CF018L3/4"C 47698762001 3/4" 1.8 CE018L3/4"C 47699033001

CF018L3/4"E 47698779001 3/4" 1.8 CE018L3/4"E 47699034001

CF018L3/4"D 47698796001 3/4" 1.8 CE018L3/4"D 47699035001

CF025L1"B 47698746001 1" 2.5 CE025L1"B 47699036001

CF025L1"C 47698763001 1" 2.5 CE025L1"C 47699037001

CF025L1"E 47698780001 1" 2.5 CE025L1"E 47699038001

CF025L1"D 47698797001 1" 2.5 CE025L1"D 47699039001

CF032L1"B 47698747001 1" 3.2 CE032L1"B 47699040001

CF032L1"C 47698764001 1" 3.2 CE032L1"C 47699041001

CF032L1"E 47698781001 1" 3.2 CE032L1"E 47699042001

CF032L1"D 47698798001 1" 3.2 CE032L1"D 47699043001

CF038L1"B 47698748001 1" 3.8 CE038L1"B 47699044001

CF038L1"C 47698765001 1" 3.8 CE038L1"C 47699045001

CF038L1"E 47698782001 1" 3.8 CE038L1"E 47699046001

CF038L1"D 47698799001 1" 3.8 CE038L1"D 47699047001

CF067L1 1/2"B 47698749001 1 1/2" 6.7 CE067L1 1/2"B 47699048001

CF067L1 1/2"C 47698766001 1 1/2" 6.7 CE067L1 1/2"C 47699049001

CF067L1 1/2"E 47698783001 1 1/2" 6.7 CE067L1 1/2"E 47699050001

CF067L1 1/2"D 47698800001 1 1/2" 6.7 CE067L1 1/2"D 47699051001

CF082L1 1/2"B 47698750001 1 1/2" 8.2 CE082L1 1/2"B 47699052001

CF082L1 1/2"C 47698767001 1 1/2" 8.2 CE082L1 1/2"C 47699053001

CF082L1 1/2"E 47698784001 1 1/2" 8.2 CE082L1 1/2"E 47699054001

CF082L1 1/2"D 47698801001 1 1/2" 8.2 CE082L1 1/2"D 47699055001

CF100L2"B 47698751001 2" 10.0 CE100L2"B 47699056001

CF100L2"C 47698768001 2" 10.0 CE100L2"C 47699057001

CF100L2"E 47698785001 2" 10.0 CE100L2"E 47699058001

CF100L2"D 47698802001 2" 10.0 CE100L2"D 47699059001

CF0133L2"B 47698752001 2" 13.3 CE0133L2"B 47699060001

CF0133L2"C 47698769001 2" 13.3 CE0133L2"C 47699061001

CF0133L2"E 47698786001 2" 13.3 CE0133L2"E 47699062001

CF0133L2"D 47698803001 2" 13.3 CE0133L2"D 47699063001

CF0167L2"B 47698753001 2" 16.7 CE0167L2"B 47699064001

CF0167L2"C 47698770001 2" 16.7 CE0167L2"C 47699065001

CF0167L2"E 47698787001 2" 16.7 CE0167L2"E 47699066001

CF0167L2"D 47698804001 2" 16.7 CE0167L2"D 47699067001

CF0200L3"B 47698754001 3" 20.0 CE0200L3"B 47699068001

CF0200L3"C 47698771001 3" 20.0 CE0200L3"C 47699069001

CF0200L3"E 47698788001 3" 20.0 CE0200L3"E 47699070001

CF0200L3"D 47698805001 3" 20.0 CE0200L3"D 47699071001

CF0260L3"B 47698755001 3" 26.0 CE0260L3"B 47699072001

CF0260L3"C 47698772001 3" 26.0 CE0260L3"C 47699073001

CF0260L3"E 47698789001 3" 26.0 CE0260L3"E 47699074001

CF0260L3"D 47698806001 3" 26.0 CE0260L3"D 47699075001

CF0305L3"B 47698756001 3" 30.5 CE0305L3"B 47699076001

CF0305L3"C 47698773001 3" 30.5 CE0305L3"C 47699077001

CF0305L3"E 47698790001 3" 30.5 CE0305L3"E 47699078001

CF0305L3"D 47698807001 3" 30.5 CE0305L3"D 47699079001

CF0383L3"B 47698757001 3" 38.3 CE0383L3"B 47699080001

CF0383L3"C 47698774001 3" 38.3 CE0383L3"C 47699081001

CF0383L3"E 47698791001 3" 38.3 CE0383L3"E 47699082001

CF0383L3"D 47698808001 3" 38.3 CE0383L3"D 47699083001

CF0450L3"B 47698758001 3" 45.0 CE0450L3"B 47699084001

CF0450L3"C 47698775001 3" 45.0 CE0450L3"C 47699085001

CF0450L3"E 47698792001 3" 45.0 CE0450L3"E 47699086001

CF0450L3"D 47698809001 3" 45.0 CE0450L3"D 47699087001

Filter elements needs replacing at least every 12 months, or earlier if required
Activated Carbon Filter (D) elements needs replacing every 3 months or earlier if required
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Filter Guide    -   (Flanged filters With Float Drain - from Sep 2020)

Filter Type Filter ID No Size FAD Filter element Element No

CF0128LFB 47698834001 12.8 CE0128LFB 47700117001

CF0128LFC 47698846001 12.8 CE0128LFC 47700118001

CF0128LFE 47698822001 12.8 CE0128LFE 47700119001

CF0128LFD 47698810001 12.8 CE0128LFD 47700120001

CF0220LFB 47698835001 22.0 CE0220LFB 47700121001

CF0220LFC 47698847001 22.0 CE0220LFC 47700122001

CF0220LFE 47698823001 22.0 CE0220LFE 47700123001

CF0220LFD 47698811001 22.0 CE0220LFD 47700124001

CF0350LFB 47698836001 35.0 CE0350LFB 47700125001

CF0350LFC 47698848001 35.0 CE0350LFC 47700126001

CF0350LFE 47698824001 35.0 CE0350LFE 47700127001

CF0350LFD 47698812001 35.0 CE0350LFD 47700128001

CF0466LFB 47698837001 46.7 CE0466LFB 47700129001

CF0466LFC 47698849001 46.7 CE0466LFC 47700130001

CF0466LFE 47698825001 46.7 CE0466LFE 47700131001

CF0466LFD 47698813001 46.7 CE0466LFD 47700132001

CF0700LFB 47698838001 70.0 CE0700LFB 47700133001

CF0700LFC 47698850001 70.0 CE0700LFC 47700134001

CF0700LFE 47698826001 70.0 CE0700LFE 47700135001

CF0700LFD 47698814001 70.0 CE0700LFD 47700136001

CF0950LFB 47698839001 95.0 CE0950LFB 47700137001

CF0950LFC 47698851001 95.0 CE0950LFC 47700138001

CF0950LFE 47698827001 95.0 CE0950LFE 47700139001

CF0950LFD 47698815001 95.0 CE0950LFD 47700140001

CF1250LFB 47698840001 125.0 CE1250LFB 47700141001

CF1250LFC 47698852001 125.0 CE1250LFC 47700142001

CF1250LFE 47698828001 125.0 CE1250LFE 47700143001

CF1250LFD 47698816001 125.0 CE1250LFD 47700144001

CF1550LFB 47698841001 155.0 CE1550LFB 47700145001

CF1550LFC 47698853001 155.0 CE1550LFC 47700146001

CF1550LFE 47698829001 155.0 CE1550LFE 47700147001

CF1550LFD 47698817001 155.0 CE1550LFD 47700148001

CF1833LFB 47698842001 183.3 CE1833LFB 47700149001

CF1833LFC 47698854001 183.3 CE1833LFC 47700150001

CF1833LFE 47698830001 183.3 CE1833LFE 47700151001

CF1833LFD 47698818001 183.3 CE1833LFD 47700152001

CF2366LFB 47698843001 236.7 CE2366LFB 47700153001

CF2366LFC 47698855001 236.7 CE2366LFC 47700154001

CF2366LFE 47698831001 236.7 CE2366LFE 47700155001

CF2366LFD 47698819001 236.7 CE2366LFD 47700156001

CF3316LFB 47698844001 331.7 CE3316LFB 47700158001

CF3316LFC 47698856001 331.7 CE3316LFC 47700159001

CF3316LFE 47698832001 331.7 CE3316LFE 47700160001

CF3316LFD 47698820001 331.7 CE3316LFD 47700161001

CF5166LFB 47698845001 516.7 CE5166LFB 47700162001

CF5166LFC 47698857001 516.7 CE5166LFC 47700163001

CF5166LFE 47698833001 516.7 CE5166LFE 47700164001

CF5166LFD 47698821001 516.7 CE5166LFD 47700165001

Filter elements needs replacing at least every 12 months, or earlier if required
Activated Carbon Filter (D) elements needs replacing every 3 months or earlier if required
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Filter Guide    -   (Flanged filters With No Loss Drain - from Sep 2020)

Filter Type Filter ID No Size FAD Filter element Element No

CF0128LED 47698858001 12.8 CE0128LFB 47700117001

CF0128LEE 47698870001 12.8 CE0128LFC 47700118001

CF0128LEB 47698882001 12.8 CE0128LFE 47700119001

CF0128LEC 47698894001 12.8 CE0128LFD 47700120001

CF0220LED 47698859001 22.0 CE0220LFB 47700121001

CF0220LEE 47698871001 22.0 CE0220LFC 47700122001

CF0220LEB 47698883001 22.0 CE0220LFE 47700123001

CF0220LEC 47698895001 22.0 CE0220LFD 47700124001

CF0350LED 47698860001 35.0 CE0350LFB 47700125001

CF0350LEE 47698872001 35.0 CE0350LFC 47700126001

CF0350LEB 47698884001 35.0 CE0350LFE 47700127001

CF0350LEC 47698896001 35.0 CE0350LFD 47700128001

CF0466LED 47698861001 46.7 CE0466LFB 47700129001

CF0466LEE 47698873001 46.7 CE0466LFC 47700130001

CF0466LEB 47698885001 46.7 CE0466LFE 47700131001

CF0466LEC 47698897001 46.7 CE0466LFD 47700132001

CF0700LED 47698862001 70.0 CE0700LFB 47700133001

CF0700LEE 47698874001 70.0 CE0700LFC 47700134001

CF0700LEB 47698886001 70.0 CE0700LFE 47700135001

CF0700LEC 47698898001 70.0 CE0700LFD 47700136001

CF0950LED 47698863001 95.0 CE0950LFB 47700137001

CF0950LEE 47698875001 95.0 CE0950LFC 47700138001

CF0950LEB 47698887001 95.0 CE0950LFE 47700139001

CF0950LEC 47698899001 95.0 CE0950LFD 47700140001

CF1250LED 47698864001 125.0 CE1250LFB 47700141001

CF1250LEE 47698876001 125.0 CE1250LFC 47700142001

CF1250LEB 47698888001 125.0 CE1250LFE 47700143001

CF1250LEC 47698900001 125.0 CE1250LFD 47700144001

CF1550LED 47698865001 155.0 CE1550LFB 47700145001

CF1550LEE 47698877001 155.0 CE1550LFC 47700146001

CF1550LEB 47698889001 155.0 CE1550LFE 47700147001

CF1550LEC 47698901001 155.0 CE1550LFD 47700148001

CF1833LED 47698866001 183.3 CE1833LFB 47700149001

CF1833LEE 47698878001 183.3 CE1833LFC 47700150001

CF1833LEB 47698890001 183.3 CE1833LFE 47700151001

CF1833LEC 47698902001 183.3 CE1833LFD 47700152001

CF2366LED 47698867001 236.7 CE2366LFB 47700153001

CF2366LEE 47698879001 236.7 CE2366LFC 47700154001

CF2366LEB 47698891001 236.7 CE2366LFE 47700155001

CF2366LEC 47698903001 236.7 CE2366LFD 47700156001

CF3316LED 47698868001 331.7 CE3316LFB 47700158001

CF3316LEE 47698880001 331.7 CE3316LFC 47700159001

CF3316LEB 47698892001 331.7 CE3316LFE 47700160001

CF3316LEC 47698904001 331.7 CE3316LFD 47700161001

CF5166LED 47698869001 516.7 CE5166LFB 47700162001

CF5166LEE 47698881001 516.7 CE5166LFC 47700163001

CF5166LEB 47698893001 516.7 CE5166LFE 47700164001

CF5166LEC 47698905001 516.7 CE5166LFD 47700165001

Filter elements needs replacing at least every 12 months, or earlier if required
Activated Carbon Filter (D) elements needs replacing every 3 months or earlier if required
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Filter Guide  2016-2020 models

Filter Type Filter ID No Size FAD Filter element Element No

CF0006G1/4"B ZS1087862 G1/4" 0.6 CE0006G B ZS1087935

CF0006G1/4"C ZS1087863 G1/4" 0.6 CE0006G C ZS1087936

CF0006G1/4"D ZS1087864 G1/4" 0.6 CE0006G D ZS1087937

CF0006G3/8"B ZS1087865 G3/8" 0.6 CE0006G B ZS1087935

CF0006G3/8"C ZS1087867 G3/8" 0.6 CE0006G C ZS1087936

CF0006G3/8"D ZS1087868 G3/8" 0.6 CE0006G D ZS1087937

CF0006G1/2"B ZS1087869 G1/2" 0.6 CE0006G B ZS1087935

CF0006G1/2"C ZS1087870 G1/2" 0.6 CE0006G C ZS1087936

CF0006G1/2"D ZS1087871 G1/2" 0.6 CE0006G D ZS1087937

CF0012G3/8"B ZS1087872 G3/8" 1.2 CE0012G B ZS1087938

CF0012G3/8"C ZS1087873 G3/8" 1.2 CE0012G C ZS1087939

CF0012G3/8"D ZS1087874 G3/8" 1.2 CE0012G D ZS1087940

CF0012G1/2"B ZS1087875 G1/2" 1.2 CE0012G B ZS1087938

CF0012G1/2"C ZS1087876 G1/2" 1.2 CE0012G C ZS1087939

CF0012G1/2"D ZS1087877 G1/2" 1.2 CE0012G D ZS1087940

CF0018G1/2"B ZS1087878 G1/2" 1.8 CE0018G B ZS1087941

CF0018G1/2"C ZS1087879 G1/2" 1.8 CE0018G C ZS1087942

CF0018G1/2"D ZS1087880 G1/2" 1.8 CE0018G D ZS1087943

CF0018G3/4"B ZS1087881 G3/4" 1.8 CE0018G B ZS1087941

CF0018G3/4"C ZS1087882 G3/4" 1.8 CE0018G C ZS1087942

CF0018G3/4"D ZS1087883 G3/4" 1.8 CE0018G D ZS1087943

CF0018G1"B ZS1087884 G1" 1.8 CE0018G B ZS1087941

CF0018G1"C ZS1087885 G1" 1.8 CE0018G C ZS1087942

CF0018G1"D ZS1087886 G1" 1.8 CE0018G D ZS1087943

CF0036G3/4"B ZS1087887 G3/4" 3.6 CE0036G B ZS1087944

CF0036G3/4"C ZS1087888 G3/4" 3.6 CE0036G C ZS1087947

CF0036G3/4"D ZS1087889 G3/4" 3.6 CE0036G D ZS1087948

CF0036G1"B ZS1087890 G1" 3.6 CE0036G B ZS1087944

CF0036G1"C ZS1087891 G1" 3.6 CE0036G C ZS1087947

CF0036G1"D ZS1087892 G1" 3.6 CE0036G D ZS1087948

CF0066G1"B ZS1087893 G1" 6.6 CE0066G B ZS1087949

CF0066G1"C ZS1087894 G1" 6.6 CE0066G C ZS1087950

CF0066G1"D ZS1087895 G1" 6.6 CE0066G D ZS1087951

CF0066G11/4"B ZS1087896 G1 1/4" 6.6 CE0066G B ZS1087949

CF0066G11/4"C ZS1087897 G1 1/4" 6.6 CE0066G C ZS1087950

CF0066G11/4"D ZS1087898 G1 1/4" 6.6 CE0066G D ZS1087951

CF0066G11/2"B ZS1087899 G1 1/2" 6.6 CE0066G B ZS1087949

CF0066G11/2"C ZS1087900 G1 1/2" 6.6 CE0066G C ZS1087950

CF0066G11/2"D ZS1087901 G1 1/2" 6.6 CE0066G D ZS1087951

CF0096G11/4"B ZS1087902 G1 1/4" 9.6 CE0096G B ZS1087952

CF0096G11/4"C ZS1087903 G1 1/4" 9.6 CE0096G C ZS1087953

CF0096G11/4"D ZS1087904 G1 1/4" 9.6 CE0096G D ZS1087954

CF0096G11/2"B ZS1087905 G1 1/2" 9.6 CE0096G B ZS1087952

CF0096G11/2"C ZS1087906 G1 1/2" 9.6 CE0096G C ZS1087953

CF0096G11/2"D ZS1087907 G1 1/2" 9.6 CE0096G D ZS1087954

CF0132G11/2"B ZS1087908 G1 1/2" 13.2 CE0132G B ZS1087955

CF0132G11/2"C ZS1087910 G1 1/2" 13.2 CE0132G C ZS1087956

CF0132G11/2"D ZS1087911 G1 1/2" 13.2 CE0132G D ZS1087957

CF0132G2"B ZS1087912 G2" 13.2 CE0132G B ZS1087955

CF0132G2"C ZS1087913 G2" 13.2 CE0132G C ZS1087956

CF0132G2"D ZS1087915 G2" 13.2 CE0132G D ZS1087957

CF0198G2"B ZS1087916 G2" 19.8 CE0198G B ZS1087958

CF0198G2"C ZS1087918 G2" 19.8 CE0198G C ZS1087959

CF0198G2"D ZS1087919 G2" 19.8 CE0198G D ZS1087960

CF0258G21/2"B ZS1087920 G2 1/2" 25.8 CE0258G B ZS1087961

CF0258G21/2"C ZS1087921 G2 1/2" 25.8 CE0258G C ZS1087962

CF0258G21/2"D ZS1087922 G2 1/2" 25.8 CE0258G D ZS1087963

CF0258G3"B ZS1087923 G3" 25.8 CE0258G B ZS1087961

CF0258G3"C ZS1087924 G3" 25.8 CE0258G C ZS1087962

CF0258G3"D ZS1087925 G3" 25.8 CE0258G D ZS1087963

CF0372G21/2"B ZS1087926 G2 1/2" 37.2 CE0372G B ZS1087964

CF0372G21/2"C ZS1087927 G2 1/2" 37.2 CE0372G C ZS1087965

CF0372G21/2"D ZS1087928 G2 1/2" 37.2 CE0372G D ZS1087966

CF0372G3"B ZS1087929 G3" 37.2 CE0372G B ZS1087964

CF0372G3"C ZS1087930 G3" 37.2 CE0372G C ZS1087965

CF0372G3"D ZS1087931 G3" 37.2 CE0372G D ZS1087966

Filter elements needs replacing at least every 12 months, or earlier if required
Activated Carbon Filter (D) elements needs replacing every 3 months or earlier if required
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1  Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.
• Performed by the operator
∆ Essential procedure - Service personnel only
† Essential maintenance - Service personnel only
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Generator Check the status indicators located on the front panel. •

System Check the inlet air quality • • • • • •

Generator Check for air leaks • • • • • •

Generator Check the pressure gauges during purging for excessive back pressure • • • • • •

Generator Check the condition of the electrical supply cables and conduits • • • • • •

Generator Check oxygen sensor(s) and calibrate if necessary ∆ ∆ ∆ ∆ ∆ ∆

Generator Check for cyclic operation • • • • •

A Filtration Replace Exhaust silencer and filter element(s) Recommended Service A † † † †

B Generator Replace Oxygen sensor(s) Recommended Service B † † †

C Generator Replace control valves Recommended Service C † †

D Generator Replace cylinder and solenoid valves Recommended Service D †

CN2-20P - CN2-80P Nitrogen Generators Service Schedule

High Purity Generators (PPM) without EST Model Nos. CN2XXPAXN

Kit Part Number

A ZS1139589 12 Month Non EST Service Kit

B ZS1191451 24 Month PPM Service Kit

C ZS1139595 36 Month Standard Service Kit

D ZS1139596 60 Month Standard Service Kit

Low Purity Generators (%) without EST Model Nos. CN2XXPBXN

Kit Part Number

A ZS1139589 12 Month Non EST Service Kit

B ZS1186528 24 Month Percentage Service Kit

C ZS1139595 36 Month Standard Service Kit

D ZS1139596 60 Month Standard Service Kit

High Purity Generators (PPM) with EST Model Nos. CN2XXPAXY

Kit Part Number

A ZS1139592 12 Month EST Service Kit

B ZS1191451 (X2) 24 Month PPM Service Kit

C ZS1139595 36 Month Standard Service Kit

D ZS1139596 60 Month Standard Service Kit

Low Purity Generators (%) with EST Model Nos. CN2XXPBXY

Kit Part Number

A ZS1139592 12 Month EST Service Kit

B ZS1186528 (X2) 24 Month Percentage Service Kit

C ZS1139595 36 Month Standard Service Kit

D ZS1139596 60 Month Standard Service Kit
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1  Maintenance time intervals are based on operating hours or calendar date, whichever occurs first. 
Performed by the operator

∆ Essential procedure - Service personnel only

● Essential maintenance - Service personnel only

Generator with analyser

Kit Part Number

A ZS1103422 12 Month MIST–X Silencer

B ZS1087938 12 Month Filter Service Kit

C

ZS1100165 24 Month PPM Oxygen Cell Service Kit

ZS1100164 24 Month % Oxygen Cell Service Kit

D

ZS1103424 24 Month Valve Overhaul

ZS1103426 24 Month Air Inlet Valve Kit

ZS1103426 24 Month Exhaust Valve Kit

ZS1103427 24 Month Outlet Valve Kit

Generator without analyser

Kit Part Number

A ZS1103422 12 Month MIST–X Silencer

B ZS1087938 12 Month Filter Service Kit

C

ZS1100165 24 Month PPM Oxygen Cell Service Kit

ZS1100164 24 Month % Oxygen Cell Service Kit

D

ZS1103425 24 Month Valve Overhaul

ZS1103426 24 Month Air Inlet Valve Kit

ZS1103426 24 Month Exhaust Valve Kit

ZS1103573 24 Month Outlet Valve Kit

D
ai

ly
2

W
ee

kl
y2

Ev
er

y 
20

00
 h

ou
rs

 o
r 

3 
m

on
th

s1

Ev
er

y 
40

00
 h

ou
rs

 o
r 

6 
m

on
th

s1

Ev
er

y 
80

00
 h

ou
rs

 o
r 

12
 m

on
th

s1

Ev
er

y 
16

00
0 

ho
ur

s 
or

 2
4 

m
on

th
s1

Generator Check the status indicators located on the front panel. • • • • • •

Generator Check regulated outlet pressure • • • • •

Generator Check O2 purity • • • • •

System Check filter drains • • • • •

O2 Cell Calibrate oxygen sensor ∆ ∆ ∆ ∆

System Check inlet air quality • • • •

Generator Check for air leaks • • • •
Generator Check pressure gauges during purging for excessive back pressure • • • •
Generator Check condition of electrical supply cables and conduits • • • •
Generator Check cyclic operation • • •

A Generator Replace mist–x silencer Recommended Service A † †

B Filtration Replace buffer tank filter. Service B † †

C Generator Replace / Calibrate oxygen sensor Recommended Service C †

D Generator Replace / Service valves Recommended Service D †

CN20033 - CN20090 Nitrogen Generators Service Schedule
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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compressor Service Kit CC1186378 CC1186378

Engine Service Kit CC1186379 CC1186379

Co
m

pr
es

so
r

compressor Check safety valve • • • •
compressor Check  retaining bolts & nuts (adjust if necessary) • • • •
compressor Check & clean oil filter • • •
compressor Check  & clean air filter • • •
compressor Clean oil cooler • • •
compressor Check the 2 belts tension (adjust if necessary) • •
compressor Drain & replace compressor oil SCUO2000-5GT SCUO2000-5GT

compressor Replace separator cartridge • • Kit

compressor Replace air filter • • Kit
compressor Replace compressor oil filter • • Kit
compressor Replace belts • See manual

En
gi

ne

Engine Check & clean oil filter • • • •
Engine Check  & clean air filter • • • •
Engine Idle Speed check and adjust • •

Engine Drain & replace engine oil
5W-30 

4 stroke
5W-30 

4 stroke
5W-30 

4 stroke
5W-30 

4 stroke

Engine Replace engine oil filter • • • Kit
Engine Replace engine air filter • • Kit
Engine Replace engine fuel filter • • Kit
Engine Replace engine spark plugs • • Kit
Engine Replace engine oil filler gasket • See manual

Engine Fuel Tube - check  replace if necessary • See manual

C10-C14 Portable Compressors       Light use > 10 hrs per week

Recommended oils:

Engine Oil:   5W-30 4 stroke

2 Liter Capacity

Compressor Oil:  SACO46 or FluidForce Universal Screw Oil

7 Liter Capacity

Service kits  See page 11 
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1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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compressor Service Kit CC1186377 CC1186378 CC1186378

Engine Service Kit CC1186379 CC1186379

Co
m

pr
es
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r

compressor Check safety valve • • • • •
compressor Check  retaining bolts & nuts (adjust if necessary) • • • • •
compressor Check & clean oil filter • • • •
compressor Check  & clean air filter • • • •
compressor Clean oil cooler • • • •
compressor Check the 2 belts tension (adjust if necessary) • • •

compressor Drain & replace compressor oil SCUO2000-5GT SCUO2000-5GT

compressor Replace separator cartridge • • Kit

compressor Replace air filter • • • Kit
compressor Replace compressor oil filter • • • Kit
compressor Replace belts • See manual

En
gi

ne

Engine Check & clean oil filter • • • • •
Engine Check  & clean air filter • • • • •
Engine Idle Speed check and adjust • • •

Engine Drain & replace engine oil
5W-30 

4 stroke
5W-30 

4 stroke
5W-30 

4 stroke
5W-30 

4 stroke
5W-30 

4 stroke

Engine Replace engine oil filter • • • • Kit
Engine Replace engine air filter • • Kit
Engine Replace engine fuel filter • • Kit
Engine Replace engine spark plugs • • Kit
Engine Replace engine oil filler gasket • • See manual

Engine Fuel Tube - check  replace if necessary • See manual

C10-C14 Portable Compressors       Moderate - Heavy use < 10 hrs per week

Recommended oils:

Engine Oil:   5W-30 4 stroke

2 Liter Capacity

Compressor Oil:  SACO46 or FluidForce Universal Screw Oil

7 Liter Capacity

Service kits  See page 11 
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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compressor Service Kit

Engine Service Kit

All Visual checking for external damage, defects and leaks • • • • • •

Motor Check the oil level in the diesel engine • • • • • •

Coolant Check the coolant level • • • • • •

Compressor Check the oil level in the compressor • • • • • •

Compressor Empty fuel water separator • • • • • •

Compressor Check air intake line • • • • • •

Compressor Check and, if necessary, clean cooling ribs • • • •

Compressor Check radiator • • • • • •

All Clean air filter (screw compressor/engine) between times or renew if the red field appears • • • • • •

Motor See the engine operating instructions for maintaining the engine

Motor Change lubricant and oil filter (motor) • • • • •

All Check and adjust the fan's V-belt • • • • •

Motor Drain fuel tank • • • • •

Motor Replace fuel filter and clean fuel prefilter • • • • •

Compressor Check tyre pressure and wheeluts, re-tighten if necessary • • • • •

Compressor Adjust brake system (option) or have checked • • • • •

Compressor Lubricate chassis / draw gear • • • • •

Compressor Inspect safety valve • • • • •

Compressor Lubricate hood hinges • • • • •

Compressor Clean cooler (more frequently if used in a dusty environment) • • • • •

Compressor Check antifreeze • • • • •

Motor Check Glow Plugs • • • • •

Motor Change air filters (screw compressor/motor) M • • • •

Compressor Change oil filter in the screw compressor • • • •

Compressor Oil change (screw compressor) • • • •

Compressor Change fine separator every year or if differential pressure > 1bar • • • •

Coolant Drain coolant, flush system through and refill • • • •

Motor Check cylinder-head group, adjust if necessary • • • •

Compressor Check hose lines for damage (leaks, formation of cracks) and replace, if damaged • • • •

Compressor Inspect automatic operational monitoring • • • •

Compressor Clean screen of the suction-off line • • • •

Compressor Inspect control (adjustment/function) • • • •

Compressor Inspect solenoid valves • • • •

Compressor Check the battery acid level • • • •

Compressor Check clamping bolts anduts and re-tighten, if necessary (chassis, frame and bodywork) • • • •

Compressor Check suspension components • • • •

Compressor
Unscrew the optional vessel for tool oil and check inside for any corrosion. If rust is found, replace the vessel with 
new, original spare part.

• • • •

All Inspection of the electrical installation by a qualified electrician •

Compressor Internal inspection of the pressure vessel by a qualified person •

Compressor Strength test of the pressure vessel by the appointed body •

C20-C30 Portable Compressors Service Schedule   (DLT0206/207)

Recommended oils:

Engine Oil:   15W40 API CH-415J 

6 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

7 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil

Service kits  See page 11
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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All Visual checking for external damage, defects and leaks • • • • • •

Motor Check the oil level in the diesel engine • • • • • •

Coolant Check the coolant level • • • • • •

Compressor Check the oil level in the compressor • • • • • •

Compressor Empty fuel water separator • • • • • •

Compressor Check air intake line • • • • • •

Compressor Check and, if necessary, clean cooling ribs • • • •

Compressor Check radiator • • • • • •

All Clean air filter (screw compressor/engine) between times or renew if the red field appears • • • • • •

Motor See the engine operating instructions for maintaining the engine

Motor Change lubricant and oil filter (motor) • • • • •

All Check and adjust the fan's V-belt • • • • •

Motor Drain fuel tank • • • • •

Motor Replace fuel filter and clean fuel pre-filter • • • • •

Compressor Check tyre pressure and wheelnuts, re-tighten if necessary • • • • •

Compressor Adjust brake system (option) or have checked • • • • •

Compressor Lubricate chassis / draw gear • • • • •

Compressor Inspect safety valve • • • • •

Compressor Lubricate hood hinges • • • • •

Compressor Clean cooler (more frequently if used in a dusty environment) • • • • •

Compressor Check antifreeze • • • • •

Motor Check Glow Plugs • • • • •

Motor Change air filters (screw compressor/motor) M • • • •

Compressor Change oil filter in the screw compressor • • • •

Compressor Oil change (screw compressor) • • • •

Compressor Change fine separator every year or if differential pressure > 1bar • • • •

Coolant Drain coolant, flush system through and refill • • • •

Motor Check cylinder-head group, adjust if necessary • • • •

Compressor Check hose lines for damage (leaks, formation of cracks) and replace, if damaged • • • •

Compressor Inspect automatic operational monitoring • • • •

Compressor Clean screen of the suction-off line • • • •

Compressor Inspect control (adjustment/function) • • • •

Compressor Inspect solenoid valves • • • •

Compressor Check the battery acid level • • • •

Compressor Check clamping bolts anduts and re-tighten, if necessary (chassis, frame and bodywork) • • • •

Compressor Check suspension components • • • •

Compressor
Unscrew the optional vessel for tool oil and check inside for any corrosion. If rust is found, replace the vessel with 
new, original spare part.

• • • •

All Inspection of the electrical installation by a qualified electrician •

Compressor Internal inspection of the pressure vessel by a qualified person •

Compressor Strength test of the pressure vessel by the appointed body •

C35-C62 Portable Compressors Service Schedule     (DLT040x) 

Recommended oils:

Engine Oil:   15W40 API CH-415J 

8 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

9 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil

Service kits  See page 11
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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Compressor Visual checking for external damage, defects and leaks • • • • • • •

Compressor Check/correct compressor oil level • • • • • • •

Compressor Check air intake line • • • • • • •

All Check the drive belt (replace if damaged) • • • • • • •

Compressor Check radiator (replace if damaged) • • • • • • •

Motor Clean air filter (screw compressor/engine) between times or renew if the red field appears • • • • • • •

Motor Test the insulation monitoring of the optional generator • • • • • • •

Motor Check/correct the oil level in the diesel engine • • • • • • •

Motor Check/correct the coolant level • • • • • • •

Motor Empty the water separator (fuel pre-filter) • • • • • • •

Motor See the engine operating instructions for maintaining the engine

Motor Drain fuel tank • • • • • •

Motor Change lubricant and oil filter (motor) • • • • • •

Motor Change the fuel pre-filter in the water separator • • • • • •

Motor Change fuel filter • • • • • •

Compressor Check glow-plugs • • • • • •

Compressor Check antifreeze • • • • • •

Compressor Check tyre pressure and wheelnuts, re-tighten if necessary • • • • • •

Compressor Adjust brake system (option) or have checked • • • • • •

Compressor Lubricate chassis / draw gear • • • • • •

Compressor Inspect safety valve • • • • • •

All Lubricate hood hinges • • • • • •

Compressor Clean cooler (more frequently if used in a dusty environment) • • • • • •

Compressor Change both air filters (compressor/motor) M • • • •

Compressor Change oil filter in the screw compressor • • • •

Compressor Oil change (screw compressor) • • • •

Compressor Change fine separator every year or if differential pressure > 1bar • • • •

Compressor Check hose lines for damage (leaks, formation of cracks) and replace, if damaged • • • •

Compressor Inspect automatic operational monitoring • • • •

Compressor Clean screen of the suction-off line • • • •

Compressor Inspect control (adjustment/function) • • • •

Compressor Inspect solenoid valves • • • •

Compressor Check the battery acid level • • • •

Compressor Check clamping bolts anduts and re-tighten, if necessary (chassis, frame and bodywork) • • • •

Motor Check suspension components • • • •

Compressor
Unscrew optional vessel for tool oil and check inside for any corrosion. If rust is found, replace the vessel with 
new, original spare part.

• • • •

Compressor Check cylinder-head group, adjust if necessary • • • •

Compressor Inspection of the electrical installation by a qualified electrician •

Compressor Internal inspection of the pressure vessel by a qualified person •

Compressor Strength test of the pressure vessel by the appointed body •

C55-C76 Portable Compressors Service Schedule   (DLT070x)

Recommended oils:

Engine Oil:   15W40 API CH-415J 

8 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

18 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil

Service kits  See page 11
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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General Visual inspection for externally identifiable damage, defects and leaks • • • • • • • • • •

Diesel engine Check the oil level, replenish as necessary • • • • • • • • • •

Cooler Check the cooling water level, replenish as necessary • • • • • • • • • •

Compressor Check compressor oil level (if necessary, drain condensate from the oil tank) • • • • • • • • • •

Fuel pre-filter Drain water in the fuel pre-filter • • • • • • • • • •

Air filter
Monitor the air filter maintenance indicator (screw compressor/engine) if red 
field appears, replace

• • • • • • • • • •

Engine Engine maintenance, see the engine instruction manual

Tyres (optional) Check tyre pressure and wheel nuts, tighten as necessary • • • • • •

Brakes (optional) Arrange for adjustment/checking of brake system • • • • • •

Running gear (optional) Lubricate running gear/hitch • • • • • •

Safety valve Check •

Motor V-belt Check • • • • • •

Cooling water additive Check additive concentration • • • • • •

Door hinges Lubricate • • • • • •

Cooler Clean (more frequently if used in a dusty environment) • • • • • •

Motor lubrication oil Replace • • • • •

Motor lubrication oil filter Replace • • • • •

Fuel filter Replace • • • • •

Fuel pre-filter Replace • • • • •

Air Filter (screw compressor/engine) Replace M • • • •

Screw compressor oil filter Replace • • • •

Oil (screw compressor) Replace • • • •

Automatic operating surveillance Check • • • •

Fine separator Change annually or in the event of a differential pressure> 1 bar • • • •

Exhaust line orifice Clean • • • •

Regulation (setting/function) Check • • • •

Solenoid valves Check • • • •

Battery acid level Check • • • •

Fastening screws/nuts (running gear, 
running gear and bodywork)

Check, re-tighten as necessary • • • •

Suspension arrangement Check function • • • •

Tool oil tank (option)
Unscrew and check interior for corrosion. In the event of corrosion, replace tank 
with a new OEM spare part

• • • •

Pressure accumulator Drain • • • •

Pressure accumulator valve Check • • • •

Motor bearing Check screw connections; replace if damaged • • • •

Threaded connections / clamps Check and replace if damaged • • • •

V-ribbed belt and tension roller Check • • • •

V-belt Replace • •

AdBlue filter Replace • •

Motor valve clearance Set •

Motor V-ribbed belt and tension roller Replace •

Crankcase ventilation Replace •

Coolant Replace (at least every 4 years) •

Exhaust turbocharger compressor inlet Clean •

Electrical installation Check • •

   C85-C140 Portable Compressors Service Schedule    (DLT130x)  

Recommended oils:

Engine Oil:   15W40 API CH-415J 

11.5 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

20 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.
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General Visual inspection for externally identifiable damage, defects and leaks • • • • • • • • • •

Diesel engine Check the oil level, replenish as necessary • • • • • • • • • •

Cooler Check the cooling water level, replenish as necessary • • • • • • • • • •

Compressor Check compressor oil level (if necessary, drain condensate from the oil tank) • • • • • • • • • •

Fuel pre-filter Drain water in the fuel pre-fil- ter • • • • • • • • • •

Air filter
Monitor the air filter maintenance indicator (screw compressor/engine) if red 
field appears, replace

• • • • • • • • • •

Engine Engine maintenance, see the engine instruction manual

Tyres (optional) Check tyre pressure and wheel nuts, tighten as necessary • • • • • •

Brakes (optional) Arrange for adjustment/checking of brake system • • • • • •

Running gear (optional) Lubricate running gear/hitch • • • • • •

Safety valve Check •

Motor V-belt Check • • • • • •

Cooling water additive Check additive concentration • • • • • •

Door hinges Lubricate • • • • • •

Cooler Clean (more frequently if used in a dusty environment) • • • • • •

Motor lubrication oil Replace • • • • • •

Motor lubrication oil filter Replace • • • • • •

Fuel filter Replace • • • • • •

Fuel pre-filter Replace • • • • • •

Air Filter (screw compressor/engine) Replace M • • • • •

Screw compressor oil filter Replace • • • •

Oil (screw compressor) Replace • • • •

Automatic operating surveillance Check • • • •

Fine separator Change annually or in the event of a differential pressure> 1 bar • • • •

Exhaust line orifice Clean • • • •

Regulation (setting/function) Check • • • •

Solenoid valves Check • • • •

Battery acid level Check • • • •

Fastening screws/nuts (running gear, 
running gear and bodywork)

Check, re-tighten as necessary • • • •

Suspension arrangement Check function • • • •

Tool oil tank (option)
Unscrew and check interior for corrosion. In the event of corrosion, replace tank 
with a new OEM spare part

• • • •

Pressure accumulator Drain • • • •

Pressure accumulator valve Check • • • •

Motor bearing Check screw connections; replace if damaged • • • •

Threaded connections / clamps Check and replace if damaged • • • •

V-ribbed belt and tension roller Check • • • •

V-belt Replace • •

AdBlue filter Replace • •

Motor valve clearance Set •

Motor V-ribbed belt and tension roller Replace •

Crankcase ventilation Replace •

Coolant Replace (at least every 4 years) •

Exhaust turbocharger compressor inlet Clean •

Electrical installation Check • •

C180-C270 Portable Compressors Service Schedule  (DLT1801/2101 - DLT2701/2)  

Recommended oils:

Engine Oil:   15W40 API CH-415J 

17 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

65 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil

Service kits  See page 11
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MOBILE 5

1 Whichever occurs soonest
2 Normally undertaken by end user through visual check

Please refer to the Operators handbook if there are specific local service requirements relevant to the territory you are in e.g. Oil and Filter change intervals which may be different to 
those shown above.

Service intervals will be shorter depending on the ambient operating conditions (heat, humidity, dirt etc.), effecting Lubricants, filters, separators etc.

D
ai

ly
2

Ev
er

y 
25

0 
ho

ur
s 

or
 3

 m
on

th
s1

ev
er

y 
50

0 
ho

ur
s 

or
 6

 m
on

th
s1

Ev
er

y 
10

00
 h

ou
rs

 
or

 1
2 

m
on

th
s1

Ev
er

y 
10

00
 h

ou
rs

 
or

 2
4 

m
on

th
s1

Ev
er

y 
10

00
 h

ou
rs

 
or

 3
6 

m
on

th
s1

Ev
er

y 
20

00
 h

ou
rs

Ev
er

y 
40

00
 h

ou
rs

Ev
er

y 
60

00
 h

ou
rs

Ev
er

y 
4 

ye
ar

s

General Visual inspection for externally identifiable damage, defects and leaks • • • • • • • • • •

Diesel engine Check the oil level, replenish as necessary • • • • • • • • • •

Cooler Check the cooling water level, replenish as necessary • • • • • • • • • •

Compressor Check compressor oil level (if necessary, drain condensate from the oil tank) • • • • • • • • • •

Fuel pre-filter Drain water in the fuel pre-fil- ter • • • • • • • • • •

Air filter
Monitor the air filter maintenance indicator (screw compressor/engine) if red 
field appears, replace

• • • • • • • • • •

Engine Engine maintenance, see the engine instruction manual

Tyres (optional) Check tyre pressure and wheel nuts, tighten as necessary • • • • • •

Brakes (optional) Arrange for adjustment/checking of brake system • • • • • •

Running gear (optional) Lubricate running gear/hitch • • • • • •

Safety valve Check •

Motor V-belt Check • • • • • •

Cooling water additive Check additive concentration • • • • • •

Door hinges Lubricate • • • • • •

Cooler Clean (more frequently if used in a dusty environment) • • • • • •

Motor lubrication oil Replace • • • • •

Motor lubrication oil filter Replace • • • • •

Fuel filter Replace • • • • •

Fuel pre-filter Replace • • • • •

Air Filter (screw compressor/engine) Replace M • • • •

Screw compressor oil filter Replace • • • •

Oil (screw compressor) Replace • • • •

Automatic operating surveillance Check • • • •

Fine separator Change annually or in the event of a differential pressure> 1 bar • • • •

Exhaust line orifice Clean • • • •

Regulation (setting/function) Check • • • •

Solenoid valves Check • • • •

Battery acid level Check • • • •

Fastening screws/nuts (running gear, 
running gear and bodywork)

Check, re-tighten as necessary • • • •

Suspension arrangement Check function • • • •

Tool oil tank (option)
Unscrew and check interior for corrosion. In the event of corrosion, replace tank 
with a new OEM spare part

• • • •

Pressure accumulator Drain • • • •

Pressure accumulator valve Check • • • •

Motor bearing Check screw connections; replace if damaged • • • •

Threaded connections / clamps Check and replace if damaged • • • •

V-ribbed belt and tension roller Check • • • •

V-belt Replace • •

AdBlue filter Replace • •

Motor valve clearance Set •

Motor V-ribbed belt and tension roller Replace •

Crankcase ventilation Replace •

Coolant Replace (at least every 4 years) •

Exhaust turbocharger compressor inlet Clean •

Electrical installation Check • •

C200, C210, C230 HP Portable Compressors Service Schedule  (DLT2701/2 HP)  

Recommended oils:

Engine Oil:   15W40 API CH-415J 

17 Liter Capacity

Compressor Oil:  Normal operating conditions SACO32 

65 Liter Capacity At ambient temperatures continuously above +25 °C SACO46 or FluidForce Universal Screw Oil

Service kits  See page 11
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DLT010X
Honda GX630 from 2010 C10-C14 CC1186379 CC1186378 5W-30   

4 stroke
FluidForce 
Universal 

DLT0206
Kubota D1105, V1505 From May 
2007

C20-C30 PKM0206-1 PKA0206-1 15W40 
API CH-415J SACO32

DLT0207
Yanmar 3TNV76U-DCP
From 2020

C20-C30 PKM0207-1 PKA0207-1 15W40 
API CH-415J

DLT0407
Cummins A2300
From Aug 2008-Feb 2011

C35-C42

PKM0407-1

PKA0407-1

15W40 
API CH-415J SACO32C50 PKA0407-2

C62 PKA0407-3

DLT0408
From Feb 2011
Yanmar 4TNV88BKCP

C35-C42
PKM0408-1

PKA0408-1 15W40 
API CH-415J SACO32

C50 PKA0408-2

DLT0408  GD4 Air End
From Mar 2019
Yanmar 4TNV88BKCP

C35-C42
PKM0408-1

PKA0408-3
SACO32

C50 PKA0408-4

DLT0409  
From Sep 2019
Yanmar 4TNV98CT-NCP

C35-C42
PKM0409-1

PKA0409-1
SACO32

C50 PKA0409-2

DLT0704
From April 2008
Cummins B3 3TAA

C55-C76 PKM0704-1 PKA0704-1 15W40 
API CH-415J SACO32

DLT0705       
From Dec 2015
Yanmar 4TNV98CT-NCP

C55-C76 PKM0705-1 PKA0705-1 15W40 
API CH-415J SACO32

DLT1302
From May 2004
Deutz BF4M

C85-C140 PKM1302-1 PKA1302-1 15W40 
API CH-415J SACO32

DLT1303
From Sep 2007- Feb 2019
Cummins QSB4.5

C85-C140 PKM1303-1 PKA1303-1 15W40 
API CH-415J SACO32

DLT1303
From Mar 2019
Cummins QSB4.5

C85-C140 PKM1303-1 PKA1303-2 15W40 
API CH-415J SACO32

DLT1304
From Jun 2017
Deutz TCD 4.1 L4

C85-C110
PKM1304-1

PKA1304-2 15W40 
API CH-415J SACO32

C100-C140 PKA1304-1

DLT1801
From May 2005 - Jan 2012
Cummins BTTAA

C160-C180 PKM210X-2 PKA1801-1 15W40 
API CH-415J SACO32

DLT2101
From May 2005 - Dec 2013
Cummins BTTAA

C190-C230 PKM210X-2 PKA270X-1 15W40 
API CH-415J SACO32

DLT2701 - 2702 - 2703
From Jan 2008
Cummins QSB6.7

C200TS-C270TS PKM270X-1 PKA270X-1 15W40 
API CH-415J SACO32

DLT2702/3 HP
From Sep 2014
Cummins QSB6.7

C200TS-24
C210TS-21 C230TS-17 PKM270X-1 PKA270XHP-1 PKA270XHP-2 15W40 

API CH-415J SACO32

Service Kits Portable Compressors

1 Maintenance time intervals are based on operating hours or calendar date, whichever occurs first.
  
Note that the PKM kits are specific Motor Service Kits  -  PKA are specific Compressor Service Kits      
The PKA kits do not contain the PKM items so the purchase of both kits are required every 1000 hours for example



The Assure Service Plans are designed to give the optimum protection for your investment and uptime for your processes 

that require the compressed air, whichever option you prefer. The plans are flexible to suit your individual requirements. 

Please call your service provider to discuss your requirements. Our Certified service providers will be able to discuss your 

requirements and advise you the full details regarding pricing and the terms and conditions of your chosen plan.

Global experience ‒
truly local service

CompAir is a brand of Gardner Denver

www.compair.com  ● sales@compair.com


